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[PRODUCT SPECIFICATION\

S TFT-LCD MODULE )

Module No: 312246-01

M Preliminary Specification

1 Approval Specification

Designed by Checked by Approved by

Final Approval by Customer

Approved by Comment

For more information, contact us:

WWW.DCLTEK.COM | 1-800-407-8917 | SALES@DCLTEK.COM

*The specification of “TBD” should refer to the measured value of sample . If there is difference between the design specification

and measured value, we naturally shall negotiate and agree to solution with customer.
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2. GENERAL INFORMATION

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

ITEM STANDARD VALUES UNITS
LCD type 1.54'TFT -
Dot arrangement 240(RGB) X 240 dots
Color filter array RGB vertical stripe --
Display mode IPS / Transmissive / Normally Black --
Viewing Direction 80/80/80/80 --
TFT Driver IC ST7789T3 -
CTP type G+F -
Cover surface treatment NA --
CTP Driver IC CST816D -
LCM+CTP Outline Dimension 42.30(W)X42.30(H)>*3.90(T) mm
Active area 27.72(W)X 27.72(H) mm
Dot pitch 0.08625(H) x 0.08625(V) mm
Interface 4line SPI --
Back Light 4pcs White LED -
Weight TBD g
3. ABSOLUTE MAXIMUM RATINGS
Parameter Symbol [ Min Max Unit
Power Supply voltage 1 VCC 2.8 -0.3 +3.6 Vv
Power Supply voltage 2 VDD1V8 -0.3 +3.6 Vv
Operating temperature TOP -10 +60 T
Storage temperature TST -20 +70 T
Humidity RH - 90%(Max60°C) RH
= DCLINTEK
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4. ELECTRICAL CHARACTERISTICS
DC CHARACTERISTICS

Parameter Symbol Min Typ Max Ult"
Supply voltage for analog VCC 2.8 2.6 2.8 3.3 Vv
Supply voltage for interface 1/0 | VDD1V8 1.65 -- 3.3 Vv
I/O leakage current IDD - - TBD mA
Input voltage 'H'level VIH 0.7*IovCC — IOvVCC Vv
Input voltage 'L'level VIL 0 - 0.3*lIovCC | V
Output voltage 'H'level VOH 0.8*I0VCC — IOVCC Vv
Output voltage 'L'level VOL 0 — 0.2*lovCC | V
5. TIMING OF POWER SUPPLY
PLEASE REFER TO THE DRIVER IC SPECIFICATION.
6. BACKLIGHT CHARACTERISTICS
Item Symbol Min Typ Max Unit | Condition
Forward voltage VF 3.0 3.2 3.4 Vv 1F=80
Luminance LV . 300 — cd/mr mA
Number of LED - 4 Piece -
Connection mode p 1Serial/4Parallel - -

Using condition: constant current driving method If= 20mAx4 (+/-10%)

7. Mechanical Drawing
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1. TP structure G+F, single touch, IC: CST816D
2. Material: 1.0MM
3. Cover surface treatment: AF
4. Transmittance = 85%.
5. Unmarked tolerance: 0.2
6. Operating temperature: —-10760° C, storage temperature: —20°70° C
7. Environmental protection complies with RoHS and REACH requirements; |
Notes: If=80mA Vf=2.8~3.3V
1. Display : 1.54”
2. Resolution: 240xRGBx240 —
3. View Direction: ALL
4. LCD Driver IC: ST7789T3
5. LCM+CTP Brightness:300cd/m’ (TYP) 3 SCALE:1/1 UNIT: .
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6. *:Critical dimension ( ): Reference dimension; D / / m_v Approve Check Drawn
7. GENERAL TOLERANCE : 0. 2mn N - | 312246-01 .
8. OPERATING TEMP: -10° C~ +60° C 1 Cover m:wmmoo. treatment AF 2022. 08. 29 Part No: VER:V3
9. STORAGE TEMP: -20° C +70° C 0 NEW 2022. 08. 23 Customer
10. Requirements on Environmental Protection: ROHS REV DESCRIPTION DATE NAME No:
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8. Interface Signal

Pin No. Symbol Description
1 LEDK LED backlight cathode.
2 LEDA LED backlight anode.
3 GND Power ground
4 VCC Power supply for the analog power.
5 TE Serves TE (Tearing Effect ) pin on MPU interface.
6 RESET Reset signal(low active)
7 CS Chip select pin
8 RS Data or command select pin
9 SCL Servers as SCL (Serial Clock)
10 SDA Serial data input pin
11 TP_GND TP Ground
12 TP INT ]Icp;i:rrhpg ;(Zc;test to the host, or Wakeup request
13 TP_RES External Reset, Low is active.
14 TP_SCL 12C clock input.
15 TP_SDA I2C data input and output.
16 TP_VCC Power Supply For CTP.
- DCLEVTEK
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9. ELECTRO-OPTICAL CHARACTERISTICS

Item Symbol Con:|t|o Min Typ Max | Unit | Remark
Transmittance o ) o
(w/o APCF) T% 4.25 5 Yo
Contrast ratio Cr 6=0° - 800 - - 3
Ta=25C
Response time Ton+Toff @ - 30 40 ms 4
 Surtace LV 300 | - |cam | 2
uminance
Ox+ - 80 - deg
iewi Ox- - 80 - de
Vlev::ﬁq 2ngle \I—/|g: * | cr>10 g 5
9 Ovs - 80 - deg
Oy. - 80 - deg
X 0.562 | 0.592 | 0.622
Red
y 0.320 | 0.350 | 0.380
Gree X 0.278 | 0.308 | 0.338
CIE(x.y) n y p=0° | 0.548 | 0.578 | 0.608 5
chromaticity « Ta=25"C 0116 | 0.126 | 0.176
Blue
y 0.073 | 0.103 | 0.133
Whit X 0.245 | 0.275 | 0.305
© y 0.275 | 0.305 | 0.335

Note 1.Ambient condition: 25C+2°C, 60+10%RH, under 10 Lunx in the darkroom.
Note 2.Measure device: BM-7A (TOPCON), viewing cone=1 °, IL=40mA.

L=500mm
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Note 3. Definition of Contrast Ratio:

CR = White Luminance (ON) / Black Luminance (OFF)

Note 4. Definition of response time: The response time is defined as the time interval
between the 10% and 90% amplitudes.
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Note 5. Definition of view angle(6, y):
Upper(+)
P _f"\
Left(-) Ry 1  Right(+)
Panel Lower(-)
Note 6. Light source: C light.
- DCLEYTEK
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10. RELIABILITY TEST

Reliability test conditions ( Polarizer characteristics null )

No. Test Iltems Test Condition Remarks

1 High Temperature Storage T =70°C for 48hr

2 | Low Temperature Storage T =-20C for 48hr
3 | High Temperature Operating | T = 60°C for 8hr Module
T =-107C for 8h (Without
. = - Or r . .
4 | Low Temperature Operating (But no condensation of dew) Contamination)
5 High Temp. and High T =50°C /90% for 48hr
Humidity Operating (But no condensation dew)

-10£2°C~25~60+£2°C x10cycles
(30min.) (5min.) (30min.)
1corner, 3edge, 6face /
76cmDrop

Random 1.06Grms XYZ 30min
for each direction

6 Thermal Shock

Packing Shock

Packing

8 | Packing Vibration
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11. Standards of inspection items

11.1.Scope 13& F i [H]

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

This document shall be applied to 0.95~5.0 TFT-LCD Panel.

A A& H T°1.54 TFT-LCD Panel.

11.2.Inspection and Environment onditions/f £ 2644 5 8 85

11.3Inspection Conditions 2 5544

(1) Inspection Distancefs I ¥ £5: 35 cm+5cm

(2) Each picture /%&E/N [ [A]: 2~3 secs/FP, Cosmetic Inspection/4P M 10~12 secs/F»

(3) View AngleMl & i [ :
Light-on Inspection Angle 5 k] #1361 & +45°
Cosmetic Inspection Angle /M LG fARE © +45°

Eye positionfR fifj fi7 &

—_—
—

I;ight— on Insp.
y5° 59/HIEIE 30em-40cq

=3

Cosmetic ine
A0 LA

A A ) N — v

] wlge

74===.=

(Perpendicular to LCD panel surface Tt BL T4 it S /s 1))

14. Environment Conditions 1% 2% 4

- Kk

Ambient Temperature
JH 25C+5C
Ambient Humidity
0
VR R 55+5%RH
Cosmetic Inspection
Ambient AR 800-1000 Lux
Illumination . .
Functional Inspection
b3 ST R 200~300Lux
15. Sampling Conditions flif 5514
(1) LotSize: Quantity of shipment lot per model/.
L& BEiR R PR
2
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(2) Sampling Method

it [ EARFS
GB2828/2003
Normal Inspection, Single Sampling
Sampling Plan BRI BRI
FhFET R Geneal II Inspection
i
Major Defect
R 0.25
AQL Minor Defect
REL R 0.65

(3) The classification of Major(MA) and Minor(MI) defects is shown as 3. Inspection Criteria.
F B (MA) K R (MDD E T3 46 B hr vk

16.1 Classification of defects#i [ i

S~ l:]

nR:

Major defects: A major defect is a defect that is likely to result in failure, or to reduce materially the

usability of the product for its intended purpose.
T BEREE: 2 P EU D RE SR REE D 7 ] A R SR

Minor defects: A minor defect either is a defect that is not likely to reduce materially the usability of the

product for its intended purpose, or is a departure from an established having little bearing on the

effective use or operation of the product.
REGRE: A FEUZMIRERI, Al i BA RUE A .
16.2 Extraneous substances that can be wiped out ,like Finger point,Particles are not cnsidered as a defect .

R AT R I ARG (nFHERED,  ZBK) o

16.3 Defects on the Black Matraix(outside ofActive Area) are not considered as a defect . BM
XI (AA X EASR) B8R BE A A BREE o

16.4 Size of circular defect,is defined by diameter”D” . The defect average diameter D=1/2(W+L) [&JE #k
M R/ANE B D @ XH. S E S D=1/2(W+L)

'
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16.5 When defect size L>2W,the defect count as liner type defect.Size of linear defect is defined by length(L)
and the maximum width(W).

BERRE RS L22W I, BRI . ZetRukREE R E (L) AR T8 (W)
7€ M. 3.63.6 Mura criteria ;judged by ND filter6%,and can’t be seen under at
ND filter 6% .

16.6 MURA FlibraE: A1 ND6%H &, HiEid ND6% , HAEAA L.

16.7 Dot defect is defind as the defective area of the dot is larger than 50% of the dot area and

is visible through 6% ND filter

DOT J& SUA sRBETH AR T 50% DOT [N, i id ND6Y% AT 2 il Wi,
The drawing of 1/2 area sub-pixel definition: The 1/2 area sub-pixel can be defined as below one or more

of specific shapes

172 AT B R E X B 1/ 2 AR TR KT BLUE SO IR — i s E T AR -

JIVLEEE

16.8 A dot defect that is smaller than the defined dot defect will be treated as small bright dot. 4l #4 5%
mi: /NTDOT 8 U7 sk F HE 9 20 5 1o
IX50XEHH: 1: 2: 1

Fr ) Arra

1 Awrica

16.9 Inspection method of ND Filter - holding ND filter in front of the panel around 5cm and
examine the panel from 3545 cm in the front view for 2~3 second.
ND RIR A % R BT RZ) SCM AR ND -, IRESIE B TR 30-40CM , @il 2~3 FUL %L,

== <X=
b4 F 3

HD Filter 30-40 em

LCL) it Sem
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NI F YA
WS AY

17.1 Appearance Inspection specification #M WS 2 FA -

Judge area Judge item Specification inspection Judge criterion
Silicone spread The height can’t over C/F , color filter , or gomu
ek J IR AT AR C/F MI
Silicone
ik 1 . : -
Silicone residue Can’t cover polarizer, FPC ...etc.
[EHIIEEN NG #i POL, FPC %% MI
Wire(on Array) No damage
2ot ENjEt MA
LCD
-Ir—>‘<‘
PR Edge No extended crack
1% AN T SRR L MA
Appearance Scratch or damage result in copper expose is not
allowed MI
S Rl A 45 A o V3 30 IR R A
Component INo damage
MA
PCBA et Nzl
|Connector
FPC/FEC %g};ggn status Need correct ‘connectlon
= i B IR MA
Broken Not allowable
T 24 AN FRVF MA
Folding sign Not allowable
X i 5 i & AN FOF MA
1.W<0.05mm; L<5mm, Ignore (Z.M%)
Scract on the polarizer
POL
(o B . o 2.0.05mm<W =0.10mm ; L<5mm ; N<3 ; DS>10mm MI
it Fr il i
3.0. 10mm<<W; 5mm< L, Not allowablefs 70 ¥F
5
~ DCUIYTEK
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Judge area | Judge item Specification inspection Judge criterion
X% W H : :
Major| Minor
1.D<<0. 15mm, Ignore (ZH%)
Dent on the
polarizer 2.0.15mm<D<0.30mm: N<3; DS>10mm MI
i 't TR
3.0.30mm<D, Not allowable/s 701
1.W=0.05mm; L<5mm, Ignore (Z.H%)
IPOL Linear bubble
2.0.05mm<W =0.10mm ; L<5mm ; N<3 ; DS>10mm
AR
MI
oL 3.0. 10mm<<W; 5mm< L, Notallowable/s 70
(TPiay
1.D<<0. 15mm, Ignore (ZH%)
IPOL dot bubble
SR 2.0.15mm<D<0.30mm; N<3; DS>10mm MI
3.0.30mm<D, Not allowable/~ 7t ¥
1. The display area is 1/2BM outside, Not allowable
=S X 3 ] NI
POL cdge bubble 12 X HESR 12BM DXPY, AFei i
; =
URZE S 2. The display area is outside the outer 1/2BM area,
Not allowable
BN XAESM2BMIX 3 LA, AE R
6
~ DCLETEK
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. . L. . Judge criterion
Judge area Judge item Specification inspection
X3 i H Major| Minor
1.D<0.15mm; Ignored CZHZ)
Foreign Material in
spot shape 2.0.15mm<<D<0.30mm; N<3; DS>10mm M
ROR A :
INTF 3.D>0.30mm; Not allowable/~ ft i
1.D<0.15mm; Ignored (&)
Fisheye/bubbles |  15mm<D<0.30mm; N<3; DS>10mm
R/ MI
3.D>0.30mm; Not allowable/~ 704
1.W<0.05mm; Ignored CZA)
Scratches on the
surface 2.0.05mm<W<0.10mm, L<5mm; N<3; DS>10mm MI
kgl \
Tl £ 3.W>0.10mm, L>5mm; Not allowable/~ 7t
Product front:/;= i 1E ] :
collapse corners, collapsed edges are not allowed
Collapse corner- o s N
A A U
Crash edge MA
TP&CG CER R Product back//™ ity 5 [ :
X<0.5,Y<0.5, Z<1/2T; N<2; DS>10mm
Printed fonts/LOGO |Printed fonts/LOGO clarity. complete. content right
22 E[1/LOGO TAR/LOGOZLENIE T . 588, A L MI
Broken
o Not allowable /s 73 MA
il 451
Dirty surfaces Dirt cannot be wiped, Not allowable
- RN \ MI
eI ARG, AT
Black spots/ i :
W <0.15mm, N<2, Not visible against a black MI
background/H& 1,715 5t N ANAT I,
IR hole
[RAL IR hole Scratches:
1.W<0.03mm, Ignored (Z.H&)
(Dense points Not allowable N R % 4E) ; MI
2.0.03mm<<W<0.08mm; L<2mm; N<2;
3.W>0.08mm, L>2mm, Not allowable /N L1
7
~ DCLETEK
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7.2 Electrical Inspection specification Hi A 2 A :

Item Judgment Criteria Judge criterion

mH Hsebrk Major Minor

1.D=0. 15mm, Ignored (ZH%) , Notdense (ANAJZ4E)
2.0.15mm<D=0.30mm; N=3; DS>10mm MI
3.D>0.30mm , Not allowed// 7

LCD Bright /Dark dot
I o A R

Invisible through 6% ND filter, 200~300Lux
Mura MI

i%5 IEND6% 4T , H WA JLEINOK, 200~300Lux

Not allowed if it can be observed

Small bright dot through ND Filter6 %

= . N . MI
% % END6% H B AL, A i

ZBD Rate
Bl H R 90:10 MI
Invisible through 6% ND filter, OK
Light Leakage 1% I ND6Y% A H Wil A 7] WL EI 5 OK
MI
Rt If necessary,set up set up Limit Sample.
U SR A, AT T R R
Bubble in Cell (LC
Bubble/Actice Area) Eyes should not find it . MA
CELL S HE ST L, W OK
(AAIXLCDAifl) PSR, A
8
~ DCLETEK
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Item Judgment Criteria Judge criterion
WH HEbrttE Major | Minor
D=0. , 1 d (&
Foreign Material in spot [.D=0.15mm, Ignored CHE)
shape 2.0.15mm<D=0.30mm ; N=3; DS=10mm MI
RURSFA) 3.D>0.30mm , Not allowable/ A 2
Foreign Material inline \; \=0.05mm , Ignored (W)
or spiral shape - W=
s . ;0. =0.1 ; = MI
2k ) 2.L<5mm ;3 0.05mm<W=0.10mm ; N=3
3.W>0.10mm ; L>5mm , Not allowable//~ 34
1.D=0. 15mm, Ignored (ZH%)
'White dot in back-light MI
S 2.0.15mm<D=0.30mm; N=3; DS>10mm
3.D>0.30mm , Not allowed// 7
TP no touch Not allowable
. ‘ MA
LR RNz
Abnormal Disply Not Allowed
R R ALY MA
INO display Not Allowed
e R R 0 v MA
[Line Defect Not Allowed
sk R e MA
Angle of view error Not Allowed
L g6 i R o MA
Tect crostalk Not Allowed
ESENIoE R o i MA
9
~ DCLETEK
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