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1.Document Revision History

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

Version Contents Date Note
VO NEW 2023.6.07
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2. General Information

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

ITEM STANDARD VALUES UNITS
LCD type 4.3’TFT --
Dot arrangement 480(RGB) X272 dots
Color filter array RGB vertical stripe --
Display mode Normally Black -
Viewing Direction 80/80/80/80 --
Module size 105.5(W)X67.2(H) < 4.15(T) mm
Active area 95.04(W) X 53.86(H) mm
Dot pitch 0.198 (W)X 0.198 (H) mm
Interface 24-bit Parallel RGB Interface --
Operating temperature -20 ~ +70 C
Storage temperature -30 ~ +80 L
Back Light 10 White LED --
Weight TBD g
3.Mechanical Drawings
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4. Interface Description

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

Pin Symbol Description.
1 LEDK | LED backlight (Cathode).
2 LEDA | LED backlight (Anode).
3 GND | Ground.
4 VDD Power supply.
5~12 | RO~R7 | Red Data.
13~20 | GO~G7 | Green Data.
21~28 | BO~B7 | Blue Data.
29 GND | Ground.
30 PCLK | Dot clock signal input. Latching input data at its rising edge.
31 DISP | Display on/off.
32 HSYNC | Horizontal sync input. Negative polarity.
33 VSYNC | Vertical sync input. Negative polarity.
34 DE Data enable input. Active high to enable the input data bus.
35 NC NC.
36 GND | Ground.
37 XR TP Right.
38 YD TP Bottom.
39 XL TP Left.
40 YU TP Up.
5. Absolute Maximum Ratings
Item Symbol Min. Max. Unit
Analog Supply Voltage VDD -0.3 5 Vv
Input Voltage Vin -0.3 | vDD+0.3 V
Operating Temperature Top -20 70 °C
Storage Temperature TsT -30 80 °C
Storage Humidity HD 20 90 %RH
6. DC Characteristics
Item Symbol| Min. Typ. Max. |Unit Remark
Analog Supply Voltage | VDD 3.0 3.3 3.6 Vv -
Input High Voltage ViH 0.7vDD - VDD V | Digital input pins
Input Low Voltage Vi GND - 0.3vDD | V | Digital input pins
Output High Voltage Voy | VDD-0.4 - VDD V | Digital output pins
Output Low Voltage VoL GND - VDD+0.4 | V |Digital output pins
I/O Leak Current LI -1 - 1 uA -
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7. Timing Characteristics
7.1 Power ON/OFF Sequence
Power ON Sequence

1 Frame 2 Frame 1 Frame 2 Frame 2 Frame
: - e > > "< >
VDD,VDDI, ;
PVDD vdls i : i i : i
i T ; : ; : : :
<P i : : : i
VSYNC » g U U u U u o u
H § H H i
DE H TQh‘ T3 ]
STB N
5.8
AVDD ‘H"
? /
VGH y i
VGL \
AVCL \
iource output | Output = 0V | Blank | Normal |
vcom | Output = OV |
VLED
Power OFF Sequence
- DCURYTEK
VUL, VLU, - - . - { f .
PVDD o /i N
? /1 5
vsve ¥ e e U /2

oe R LT B/
DISP —m | 5 5
(Standby) :

AVDD, VGH
AVCL, VGL /
source output | Normal | Blank [ Output = OV |
veCoM | Output = OV |
VLED L

7.2 Data Input Format
7.2.1 Vertical input timing

Twvwh

VSD

e T T T T
. AN

< Ibp > Tud >« Tvip
- v >
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7.2.2 Parallel RGB Mode Data format
(HV Mode) —

I s | [

———————— —— — — — — f— —

(DE Mode)

NG DDGC:

H back porch(Thbp) Active Area(Thd) o H front porch(Thtb)
> L

Total Area(Th)

7.2.3 Parallel RGB input timing table

b Sinbol Value
arameter ;
' ! Min. Typ. Max. Unit
DCLK frequency felk 5 9 12 MHz
VSD period time Tv 277 288 400 H
VSD display area Tvd 272 H
VSD back porch Tvb 3 8 31 H
VSD front porch Tvip 2 8 93 H
HSD period time Th 520 525 800 DCLK
HSD display area Thd 480 DCLK
HSD back porch Thbp 36 40 255 DCLK
HSD front porch Thip 4 5 65 DCLK

8. Backlight Charasterics

VLED+ -

Item Symbol MIN | TYP | MAX | UNIT | Test Condition
Supply Voltage VFf 145 | 16.0 | 17.5 Vv If=40mA
Supply Current If - 40 - mA -
LCM+RTP Luminous - 450 | - Cd/m? If=40mA
Uniformity for LCM - 80 - - % If=40mA
Life Time - 20000 - - Hr If=40mA
Backlight Color White
~ DCLEYTEK
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9. Optical Characteristics

Iltem Symbol | Condition| Min. Typ. Max. | Unit Note
Measuring with
T it Polarizer -
ransmittance o _ _ o
(with Polarizer) T(%) (4.4) (4.9) % |Reference Only
Base on
\Vop=5.6V
Transmittance
T( — 13.5 15 - 9
(without Polarizer) (%) ( )| 49 i
Contrast Ratio CR ©=0 640 800 - - (1)(2)
Normal
Response Time Tr +T¢ | Viewing - 30 40 | msec (1)(3)
angle
Color Gamut S(%) 45 50 = %
Wi (0.325)
White
Wy (0.348)
Rx (0.620)
Color Red Ry (0.328) (1)(4)
Chromaticity +/-0.02 +/-0.02 OF
Gx (0.334) giass
(CIE1931) —
Gy (0.544)
Bx (0.136)
Blue
By (0.143)
Hoi O 70 80 — Viewing Angle
) Or 70 80 i base on using
Viewing Angle CR>10 Normal
v Ou 70 80 = Polarizer >
&t O 70 80 - Reference Only
Optima View Direction ALL (5)

Measuring Condition:
Dark room, 25+2°C, 15min. warm-up time.
Measuring Equipment
FPM520 of Westar Display technologies, INC., which utilized SR-3 for Chromaticity
and BM-5A for other optical characteristics. Measuring spot size: 20 ~ 21 mm.
Note (1) Definition of Viewing Angle :
By
12' o'clock
h=90°

(b=180°

6’ o'clock
p=270°
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Note (2) Definition of Contrast Ratio(CR) :

Measured at the center point of panel
CR = Luminance with all pixels white / Luminance with all pixels black

Note (3) Definition of Response Time : Sum of TR and TF

Optical

response

Note (4) Definition of optical measurement setup

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

white(TFT OFF)

white(TFT OFF)

black %% (TFT ON)

Tr TF
A — l— — -

100% oo g ———————

L e L T S ey

10% | N e

0% e J) A

2 \\ .

» fimMme

Photo-detector (BM-5A)

Field=1°

LCD panel

Center of panel

Note (5) Rubbing Direction (The different Rubbing Direction will cause the different

optima view direction). TFT Face UP
Array Film Up
CF Fllm Dovwn
T / f f
! 83
Y oo ",':‘.)—u » CF Side Rubbing Direction
j / : e » CF Side Polarizer Absorption Direction
v < TFT Side Rubbing Direction
_L_ qemmmmmmm— » TFT Side Polarizer Absorption Direction
T i
1 1
— —>
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10. Reliability Test Conditions And Methods

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

NO. TEST ITEMS TEST CONDITION Wl SO LAFTIER
TEST
@ High Temperature 80°C+2°C x96Hours
Storage
® Low Temperature -30°C+2°C x96Hours
Storage
® H'ghOTeeTapt?nrat“re 70°C+2°Cx96Hours
P 9 Inspection after 2~4hours
Low Temperature . . storage at room
@ Operating -20°C+2'Cx96Hours temperature,the samples
20C 25°C 20°C 32?;;?8@ free from
5 | Temperature (30min) STC'Cde 30min) 1,Air bublle in the LCD.
Cycle(Storage 2,Sealleak.
yele( ge) Total 10cycle 3.Non-display.

® Damp Proof
Test (Storage)

50 C+5Cx90%RH*x96Hours

@ Vibration Test

Frequency:10Hz~55Hz~10Hz
Amplitude:1.5M
X,Y,Z direction for total 3hours
(Packing Condition)

Drooping Test

Drop to the ground from 1M height
one time
every side of carton.
(Packing Condition)

©) ESD Test

Voltage:+8KV,R:330Q,C:150PF,Air
Mode, 10times

4,Missing segments.
5,Glass crack.
6,Current IDD is twice
higher than initial value.
7,The surface shall be
free from damage.
8,The electric
charateristic
requirements shall be
satisfied.

REMARK:

1,The Test samples should be applied to only one test item.
2,Sample side for each test item is 5~10pcs.

3,For Damp Proof Test,Pure water(Resistance > 10MQ)should be used.

4,In case of malfunction defect caused by ESD damage,if it would be recovered to normal
state after resetting,it would be judge as a good part.
5,EL evaluation should be excepted from reliability test with humidity and
temperature:Some defects such as black spot/blemish can happen by natural chemical
reaction with humidity and Fluorescence EL has.
6,Failure Judgment Criterion:Basic Specification Electrical Characteristic,Mechanical
Characteristic,Optical Characteristic.
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11. Handling Precautions

11.1 Mounting method

The LCD panel of LCD module consists of two thin glass plates with polarizes which
easily be damaged. And since the module in so constructed as to be fixed by utilizing fitting holes
in the printed circuit board.

Extreme care should be needed when handling the LCD modules.

11.2 Caution of LCD handling and cleaning

When cleaning the display surface, Use soft cloth with solvent
[recommended below] and wipe lightly
® |sopropyl alcohol
® Ethyl alcohol
Do not wipe the display surface with dry or hard materials that will damage the polarizer
surface.
Do not use the following solvent:
® \Vater
® Aromatics
Do not wipe ITO pad area with the dry or hard materials that will damage the ITO patterns
Do not use the following solvent on the pad or prevent it from being contaminated:
® Soldering flux
® Chlorine (Cl), Salfur (S)
If goods were sent without being sili8con coated on the pad, ITO patterns could be damaged
due to the corrosion as time goes on.
If ITO corrosion happen by miss-handling or using some materials such as Chlorine (Cl),
Salfur (S) from customer, Responsibility is on customer.

11.3 Caution against static charge

The LCD module use C-MOS LSI drivers, so we recommended that you:

Connect any unused input terminal to Vdd or Vss, do not input any signals before power is
turned on, and ground your body, work/assembly areas, assembly equipment to protect against
static electricity.

11.4 packing

® Module employ LCD elements and must be treated as such.

® Avoid intense shock and falls from a height.

® To prevent modules from degradation, do not operate or store them exposed direct to
sunshine or high temperature/humidity

11.5 Caution for operation

® |t is an indispensable condition to drive LCD’s within the specified voltage limit since the
higher voltage then the limit cause the shorter LCD life.

® An electrochemical reaction due to direct current causes LCD’s undesirable deterioration, so
that the use of direct current drive should be avoided.

® Response time will be extremely delayed at lower temperature then the operating
temperature range and on the other hand at higher temperature LCD’s how dark color in
them. However those phenomena do not mean malfunction or out of order with LCD’s,
which will come back in the specified operation temperature.

® |[f the display area is pushed hard during operation, some font will be abnormally displayed
but it resumes normal condition after turning off once.

® A slight dew depositing on terminals is a cause for electro-chemical reaction resulting in
terminal open circuit.
Usage under the maximum operating temperature, 50%Rh or less is required.
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11.6 storage

In the case of storing for a long period of time for instance, for years for the purpose or

replacement use, the following ways are recommended.

® Storage in a polyethylene bag with the opening sealed so as not to enter fresh air outside in it .
And with no desiccant.

® Placing in a dark place where neither exposure to direct sunlight nor light's keeping the
storage temperature range.

® Storing with no touch on polarizer surface by the anything else.
[It is recommended to store them as they have been contained in the inner container at the
time of delivery from us

11.7 Safety
® |t is recommendable to crash damaged or unnecessary LCD’s into pieces and wash off liquid
crystal by either of solvents such as acetone and ethanol, which should be burned up later.
® \When any liquid leaked out of a damaged glass cell comes in contact with your hands, please
wash it off well with soap and water

12. Precaution For Use

121

A limit sample should be provided by the both parties on an occasion when the both parties
agreed its necessity. Judgment by a limit sample shall take effect after the limit sample has been
established and confirmed by the both parties.
12.2

On the following occasions, the handing of problem should be decided through discussion and

agreement between responsible of the both parties.

® \When a question is arisen in this specification

® \When a new problem is arisen which is not specified in this specifications

® When an i specifications change or operating condition change in customer is

reported to LCD, and some problem is arisen in this specification due to the change
® \When a new problem is arisen at the customer’s operating set for sample evaluation in the
customer site.

13. Packing Method

TBD
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RIITIN & A R A F

Quality Inspection Standards

o B TR AR TR

Model No. / F=/i75:  Applies 0.95~5.0 Inch Touch Display Screen
Updated Date /420 H #H:  2022-05-20
Version / X AR A0

Customer confirmation :

Record of Revision /&1] JE [

Version /A Revision Record /1T N & Reviser /&3] A\ | Revision Date /11T H 1}
VO T & / Starting 2022.05.20
1
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1.Scope of application /& FH G .

This document shall be applied to 0.95~5.0 inch touch display screen.

AR SO IE FH 10.95~5.0 ~Hil BB R BT

2.Inspection conditions and environment /5 46 2% £ 5 37 53

2. 1 Inspection Conditions /4856 2% 14

(1) Inspection Distance /£l ¥ &5 : 35¢cm £5cm.
(2) Check time /%6 6 i [] :
Displays performance test /I HEMiR: 2~3S /Image, Cosmetic Inspection /4h M4 5 :10~128.
(3) Check the viewing angle /5 46 #W £ :
Light-on Inspection Angle /s K30 A EE:  £45°.
Cosmetic Inspection Angle /7N L6 1. +£45°.

Eye position /HR i {7 &

'l

L40cm

(Perpendicular to LCD panel surface /2 BT LCDZK [f)

2.2 Inspection environment /46 56 ¥ 154 :

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

Ambient Temperature

B 25°C+5°C
Ambient Humidity
N + o
¥ 55+5%RH
Cosmetic Inspection
Ambient AR B 800-1000 Lux
[Ilumination ) )
Functional Inspection
I ST R 200~300Lux

2.3 Sampling Conditions /#5514

(1) Quantity to be inspected /4t #: Quantity of shipment lot per model /¥ iz 1% . —

- DCLRTEK
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(2) Sampling method /HiFE 77 7%

GB/T 2828.1- 2003

Normal Inspection , Single Sampling

Sampling Plan /411X N AN N
IEH KL . BUGHRE
General inspection level: I

. > /7
Major Defect /3 ELH [ 0.65

AQL

Minor Defect /I/%E i [ 10

(3) The classification of Major(MA) and Minor(MI) defects is shown as “3.1 Classification of defects”

F o (MA) Kksk (MD € LT3 18k 50257,

3.Terms And Definitions /AR 1EFIE X
3.1 Classification of defects / Hiftfg 725
(1) Major defects /=& B HRFf:
A major defect is a defect that is likely to result in failure, or to reduce materially the usability of the product for
its intended purpose .
AR E i D e O R s i iT A A R

(2) Minor defects /IX B G :
It will not cause the product to fail and reduce the defects in the effective use and operation of the product.

AN TP EUT il D RE SR RO A 77 il AR AT 2800 P 5 R A (1 SR
3.2 Point defects / SRR
The size of the point defect is defined by the diameter D, and the average diameter of the defect is

D=1/2 (W+L) .
FUIRBREE AR /NE B EAR D E S, BREFH) T I B AR D=1/2(W+L).

3.3 Linear defects /Z&IRHR [ -
When defect size L=2W,the defect count as liner type defect.Size of linear defect is defined by length ( L) and

the maximum width (W).

R RS L=2W I, SR EIRER I, ZeRukBaE I (L) MR TERE (W) E L.

'

W

—»

3
SALES@DCLTEK.COM
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3.4 LCD sub-pixel dot /[LCD T4 & &
(1) Definition /5 X : The point defect area is greater than 50% of the LCD sub-pixel area, and is visible
through ND5% filter masking .

TAER BRI AR T 50% LCD R R AR, HiFid ND5%HE o5 /& 7 ML)
(2) The drawing of 1/2 area sub-pixel definition / 1/2 THIFH F14 % & L4 KE:

The 1/2 area sub-pixel can be defined as below one or more of specific shapes

172 TR T8 2 0] DUE SO IR — el ARy e AR -

SU4ANC "N

3.5 Small bright dot /ZHHEZ: /4
Point defects smaller than "LCD sub-pixels" /7 F“LCD-F1§ & &7 1) S .

(Ratio of Zone I to Zone O /1 X 5 O X ELfl: 1: 2: 1D

| A4 00 Afra

| A

| a4

3.6 ND filter inspection method /ND-& FI& 46 /7723 :

Hold the ND filter about S5cm above the display area, with your eyes 30-40cm away from the panel, and observe for

2~3 seconds.

TE R XA 77 KZ) Sem 4b824F ND =, HREE IR Z AR 30-40cm, W %22~3 Fb.

e
-

HD Filter 40-40 em

3.7 Any FPC surface problems that do not leak copper on the surface and do not cause functional failure are acceptable.

AEATT FPC 0 )8, 1 R 75 1 A1 AN I BT BE R G2 T LA A2 1.

3.8 Extraneous substances that can be wiped out , like Finger point,Particles are not considered as a defect .
A AT B R T ) AL N BRBE (W T8N, 4R )

4
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HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

3.9 Defects that are covered by the material and are not visible to the eye and do not affect the function and use

are not considered defects.
Sk E T B AR I, BRI DhRe -5 46 FH B9 B8 AR BREE .
3.10 Panel damage /THI AR 45147 :

Glass damage outside the AA display area that does not affect the effective wiring is acceptable.
AA BoR X UL BT, AR RS S T LA SZ 1.

3.11 Issues not specified or defined in this acceptance standard shall be handled through friendly negotiation between

the two parties.

A SRR AE P AR I E B SRR Rl L, XU A W e AR B

4. Inspection standards /48 56 b 7H

4.1 Structural Dimensions /4514 R~} #i&

Serial Measurement items /il &1 H Specification /Fii%
Number Remark /74 7E
}_‘%—:%‘ g%/_' /N . > AN /\ Ay
% /Name Unit /547 Tolerance /A %
ide di ion: Please refer to the product
| Outside d1mens1or/1. Length mm /5K 0.10mm-0.20mm p
R K specification for detailed
o ion: Wi N . . tol
) Outside c%m;nmg Width mm /EEK 0.10mm~0.2mm dimensions and tolerances
B BT R RO 2 22
tside di ion: Thickn: . . N
3 Outside dunenswnEI ickness mm /Z 0.20mm-~0.30mm 527 B
A=
4.2 Appearance Inspection Specification /&ML 56 HLK
(D: diameter, W : width, L : length, N: quantity, DS: spacing)
Inspection area Inspection items Inspection specifications Defect category
Ha 6 DX 42k 56357 H I8 FA% BRI
Wire(on Array) Can’t be damaged MA
2k ANReA
Glass Chipping/corner ) ) )
breaking Can’t affect the effective lines and functions MA
5 [EEERY \Ab/ﬁ‘ﬁu % é‘E DI RE
B3 A ANBE LM A R % A 1) RE
Edge There must be no extensional cracks MA
1% ANAT A SEA R AL
Silicone coating The height must not exceed the LCD CF surface MI
Silicone T JBL A = N AR LCD CFH
TERE Glue overflow Can’t cover FPC, POL, etc MI
it K AReH # $IFPC. POL%:
5
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Inspection area Inspection items Inspection specifications Defect category
forge X 35 Ko H R A% NSRS
Appearance Scratches or injuries are not allowed to cause
S copper ezposure ‘ - MI
R4 s A5 A0 AN 0 VE 3R 1T I R 4
Component Can’t be damaged and lack
— ng MA
PCBA Eﬁﬂf . ANREFA; AR
Gold finger oxidation | Not allowed MI
Fpe SFRAL | SR
Connection status The connection must be accurate and stable MA
Connector e R AP R i
UL Break Not allowed
e i AR MA
Soldering,: false
soldering/tinning/tin | Not allowed MA
beads AR
BUEEG 3k
1. W<0.05mm; L<5mm, Ignore (ZH%)
S 2. 0.05mm<W<0.10mm ; L<5mm ; N<3 ;DS
cratches
3. 0.10mm<W; 5mm<<L, Not allowable
(AR
Dent 1. D<0.15mm, Ignore (ZH%)
U], Ef 2. 0.15mm<D<0.30mm; N<3; DS=10mm MI
3. 0.30mm<D, Not allowable (/f3¥F)
Bubbles 1. D<0.15mm, Ignore (Z.H%)
i 2. 0.15mm<<D<c0.30mm; N<3; DS‘Z 10mm MI
3. 0.30mm<D, Not allowable (KR¥F)
. 1. D<0.15mm, Ignore (ZH%)
P Oén;jid%fgts 5 0.15mm<D<0.30mm; N<3; DS=10mm MI
3. 0.30mm<D, Not allowable (/4 Ft¥F)
1. Within 1/2BM of the display area, it is not
POL allowed ‘
e Edge bubbles BIRKAESD 1/2BM XA, WmfF MI
ke SR 2. The display area is 1/2 outside the BM area, and
it is not controlled
BRXAESMN2BMIX R LASE, AEE
Dirty/watermarked No dirt/wgter lines/finger marks are allowed, and
W=k must ]ae Wlpefg clean ’ o MI
A SOV TS K EN/FARED, SRS 157 7]
Warping Not allowed MI
e Rt
It is necessary to completely cover the display area
Attaching offset outward, within the 1/2BM area, or without leaking
s I;E)L edges after TP is attached MI
SERETE 5 R XA 1/2BMIX LA P S &
TPFTAﬁfE&ﬁﬁ%HJﬂ%
Mixing different types of POL or not using POL as
Mixture required by the BOM, not allowed
R AR VFRIEAR AL S fopoLsck Bk e | MA
POL
6
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Inspection area Inspection items Inspection specifications Defect category
forg X 35 Ko H R A% S
: 1. D<0.15mm, Ignore (ZH%)
Poénéid%fgts 5 0.15mm<D<0.30mm; N<3; DS=10mm MI
3. 0.30mm<D, Not allowable (/f3¥F)
1. W<0.05mm; L<5mm, Ignore (ZH%)
2. 0.05Smm<W<0.10mm ; L<5mm ; N<3 ;DS
=10mm
Scratches
£ 3. 0.10mm<<W; 5mm<<L, Not allowable MI
(AR
4. There is a feeling scratch, Not allowable
AR, ARV
Edges and comers 1. Product front /= pEElL“IE ] 3 ‘Edge a‘nd corner
eracked chipping is not all(ﬁved A AR M
Eﬁ%/gﬁﬂl 2. Product back /7= 51 I
TP&CG X< 0.5,Y<0.5, Z<1/2T; N<3; DS=10mm
Silk screen The silk screen is clear, complete and correct
s LLENTENT ., el AR M
Dirty Non-wipeable dirt, not allowed MI
JEi5 ARG, AR
Broken Not allowable MA
T 4% A FuTF
Ink c;)é;ge%ratlon AE>1, Not allowable (/ASR¥F) MI
Cover pinholes 1. D<0.10mm,N<3,6DS=10mm, glowable
47 2. D>0.10mm, intensive pinholes (&R} FL MI
), Notallowable (ANFt¥F)
IR holes Dirt, deviation, color difference, etc. are not
IRAL allov&ied L N MI
ARG Wb, (EE
Backlight separation | Not allowable
P50 B g M
Deformation of rubber Use the p}ug gauge 0.3mm on the flat surface and
iron and rubber frame | ot snab 1 and judge NG ol by St e Sl MI
i ope | AT R0 3mm R,
ENG
The iron frame is
oxidized and not Not allowable
tightened ARG MI
BHEEM. RAK
Backlight sticky solder Not allowable
BL beads, glue, etc‘ TR MI
Ht IR FRIRSE
The Inkjet coding is clear and complete, the
Lnkjet coding , barcode and QR code can be scanned normally, and
Barcode , QR code | the content and format match MI
WAL/ 2R Ry | WIREIE MR SRR 4R TR A, N
A AT
Accessories (protective
film, double-sided . o .
tape, insulating Defects such as missing pastes, sticking deviations,
adhesive, ctc.) defec}s, an‘d fractures are n\ot allowedk MI
e, M%)
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4.3 Electrical test specifications /Hi PEAS 2 A%
(D: diameter, W : width, L : length, N: quantity, DS: spacing)

Inspection items Inspection specifications Defect category
56 351 H e A% RS
. 1. D<0.15mm, Ignore (Z.H%)
Glass bﬁ%lgpgfﬂgik PO | 0.15mm<D<0.30mm: N<3; DS=10mm MI
3. 0.30mm<D, Not allowable (/)
Mura Use ND5% filter masking, visual invisibility is OK, 200~300Lux MI
fEFANDS %l i, H LA AT WLEIYOK, 200~300Lux
Small bright dot Use ND5% filter masking, visual invisibility is OK MI
YHRF 5 A fEHINDS %55, H AT WEIHOK
1. Use ND5% filter masking, visual invisibility is OK
Light leakage fEHIND5%IE R, H AR ALEIHOK MI
ot 2. Ifnecessary, sign off on the sample
WEER, PR ERE
. . 1. D<0.15mm, Ignore (Z.%)
Bacmi%gfc‘;k//gh;e 4o | 0.15mm<D=<0.30mm; N<3; DS=10mm MI
RECNS 3. 0.30mm<D, Not allowable (/)
. _ . 1. W=<0.05mm; L<5mm, Ignore (M%)
Linear foreign bodies
N RGYELS 2. 0.05mm<W<0.10mm ; L<5mm ; N<3 ; DS=10mm MI
3. 0.10mm<<W; 5mm< L, Notallowable (Tﬁiﬁ)
Black/White Print Use ND5% filter masking, visual invisibility is OK MI
HREN/HED fEFANDS % g5, H AT ILEITJ50K
The display is uneven Use ND5% filter masking, visual invisibility is OK MI
SR AN 2] i FANDS %l i, H LA AT WL EIHOK
The brightness is uneven Brightness uniformity <<85.0%, Not allowable MI
SEAHS] LRI <85.0%, A
Displacement of the Not allowable
membrane Ao MI
B AL
Interference
pattern/Newtonian pattern I%I_o;ca} tlFowable MI
FHBUAILL e
Display abnormal Not allowable
TR A st MA
No display Not allowable MA
TR AT
Line/Missing Drawing Not allowable MA
2%/ A
Splash screen Not allowable
oL A st MA
LCD grid Not allowable
LCDRf Aot MA
Afterimage Not allowable MA
WRE AT
Wrong viewing angle Not allowable MA
AR AT
No touch Not allowable MA
Tofig ARV
Touch the jump point Not allowable MA
Fl Pk A NS
Not sensitive Not allowable A
il S 7 NG M
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