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2.General Description

NO ltem Specification Unit |Remark
1 LCD Size TFT"10.1 inch -
2 | Panel Type IPS - -
3 |Display Resolution 1280(H) x 800 (V) pixel -
4 | Display mode Normally Black - -
5 | Display colors 16.7M(8 bit) - -
6 | Viewing Direction ALL - -
7 CTP+LCM Outline Dimension 248.00(H) x165.00(V) x4.77 (T) mm Note
8 Active Area 216.96(H) x135.60 (V) mm Note
9 | Pixel Pitch 0.1695(H) x 0.1695 (V) mm -
10 | Weight 332.8 g -
11 | Driver IC - bit -
12 | Light Source White LED } -
13 | Interface LVDS 1-port(8bit) VESA format - -

3.EXTERNAL DIMENSIONS

- DCURYTEK
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4.0 INTERFACE CONNECTION.

4.0.1 Electrical Interface Connection
The electronics interface connector is 20455-040E-12.

The connector interface pin assignments are listed in Table 6

<Table 6. Pin Assignments for the Interface Connector>

Terminal Symbol Functions
Pin No. Symbol Description
1 NC No Connection
2 VDDIN Power Supply,3.3V(typical)
3 VDDIN Power Supply,3.3V(typical)
4 VDC EDID,3.3V(typical)
) NC No Connection
6 CLK_EDID EDIDE B
7 Data_EDID EDID datai it
8 RINO- -LVDS differential data laneQ input
9 RINO+ +LVDS differential data lane0 input
10 GND Ground
11 RIN1- -LVDS differential data lane1 input
12 RIN1+ +LVDS differential data lane1 input
13 GND Ground
14 RIN2- -LVDS differential data laneZ2 input
15 RIN2+ +LVDS differential data lane2 input
16 GND Ground
17 LVDS_CLK- -LVDS differential clock input
18 LVDS_CLK+ +LVDS differential clock input
19 GND Ground
20 RIN3- -LVDS differential data lane3 input
21 RIN3 + +LVDS differential data lane3 input
22 NC No Connection
- DCLEYTEK
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4.0 INTERFACE CONNECTION.

4.0.1 Electrical Interface Connection

The electronics interface connector is 20455-040E-12.

The connector interface pin assignments are listed in Table 6

<Table 6. Pin Assignments for the Interface Connector>

Terminal Symbol Functions
Pin No. Symbol Description
23 NC(SPI_CSB) No Connection (SPI Bi%k)
24 NC(SPI_SCL) No Connection (SPI BJ§d)
25 GND Ground
26 NC(SPI_SDAO) No Connection (SPI Data output)
27 NC(SPI_SDAI) No Connection (SPI Data input)
28 GND Ground
29 NC No Connection
30 NC No Connection
31 LED GND Ground
32 LED GND Ground
33 LED GND Ground
34 NC No Connection
35 LED PWM LED Driver PWM dimming control pin
36 LED EN LED Driver Chip Enable pin (Active High)
37 NC No Connection
38 VLED LED Driver Power supply input
39 VLED LED Driver Power supply input
40 VLED LED Driver Power supply input
- DCLEYTEK
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5.0 ABSOLUTE MAXIMUM RATINGS

The followings are maximum values which, if exceed, may cause faulty operation or
damage to the unit. The operational and non-operational maximum voltage and current
values are listed in Table 2.

< Table 2. Environment Absolute Maximum Ratings> [Ta =252 °(]
Parameter Symbol Min. Max. Unit Remarks
LCD Power Supply Voltage VDDIN -0.3 3.3 \Y
LED Driver Power Supply Voltage V 5 12 Vv Ta=25 €
pply Vorag e Note 182
Operating Temperature Top -10 55 °C
Storage Temperature Tst -20 60 °C
Environment
Temperature
Operating Ambient Humidity Hop 10 90 %RH P
Storage Humidity Hst 10 90 %RH

Note:

1.  These range above is maximum value not the actual operating temperature . Actual
Operating temperature is no more than 40°C and temperature refers to the LCM
surface temperature ;

2. is not responsible for product problems beyond the use conditions.

3. When the ambient temperatureis T °C, the surface temperature of Panel can not
exceed (T+15)°C.
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6.0 ELECTRICAL SPECIFICATIONS

6.0.1 TFT LCD Module

< Table 3. LCD Module Electrical Specifications > [Ta =25+2 °C]
Values ]
Parameter Symbol Unit | Notes
Min Typ Max
Power Supply Input Voltage | VDDIN | 3.3 3.3 3.6 vV Note 1
ote
Power Supply Current Ibp - 330 420 mA
LED Driver Power Supply
Voltage Vieo 108 12 132 V' | Note 2
LED Driver Power Supply i
Current I eo 275 300 mA
Positive-going Input i )
Threshold Voltage Virs +100 mv
Negative-going Input ) ) )
Threshold Voltage Vir 100 mv
Differential input common Vv 06 12 24-lviD|12 | v
mode voltage com
Differential input voltage |viD| | 0.2 0.4 0.6
Notes : 1. The supply voltage is measured and specified at the interface connector of LCM.

The current draw and power consumption specified is for 3.3V at 25 °C, Typ value at

colorbar Pattern, Max value at L255 Pattern

2. Calculated value for reference ILED X VLED%O.85 = PI_ED

colorbar L255
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6.2 Back-light Driving Unit

< Table 4. LED Driving guideline specifications > Ta=25+/-2°C
Parameter Min. Typ. Max. Unit Remarks
Power supply voltage for LED
wer stpply votag Vieo : 18 198 | Vv
Driver
P ly C tf
ower supp y. urrent for Lo ) 120 ) mA
Back light
Power supply for Back light PLep - 2.16 2.38 w Note 1
EN logic high
Backlighton | Vens 1.4 ; 3.3 Y, gichig
voltage
EN Control
Level
i EN logic low
Backlight off VENnL - - 0.6 Y
voltage
PWM High
VpmL 14 - 3.3 Vv
PWM Level
Control
Level PWM Low
VemL - - 0.6 Vv
Level
PWM Control Frequency Frwm 2 - 25 KHz
Duty Ratio - 10 - 100 %
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6.3 Data Input Format

Figure 5.

Pixel Format

(1,1) (2,1)

1 Pixel = 3 Dots

(1,800) (2,800)

Display Position of Input Data (V-H)

Figure 6. Scan direction

(1279,800)
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7.0 SIGNAL TIMING SPECIFICATION
7.0.1 The is operated by the DE only.

Item Symbols Min Typ Max Unit Note
DCLK Frequency - 68.1 069.3 70.4 MHz LLTyp
Porch
Frame timing
rate Frequency HZ 59 60 61 Hz oy
Period tHP 1368 1408 1448 tCLK
Horizontal Valid tHV - 1280 - tCLK
Horizontal Blank tHB 88 128 168 tCLK
Hsync
Horizontal Front (1P 40 63 20 (CLK
Porch
Horizontal Sync
Width tHS 20 32 60 tCLK
Period tVP 818 820 847 line
Vertical Valid tvv - 800 - line
Vertical Blank tVB 18 20 47 line
Vsynce
Vertical Front VP g 10 20 line
Porch
Vertical Sync :
Width tvVs 3 3 20 line
- DCLEYTEK
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7.02 LVDS data input format

CLKP

\\(\ )

&

8-bit RGB LVDS VESA input timing

7.03 LVDS DC electrical characteristic

(Test condition: VDD=3.0V~3.6V, VSS=0V )

: Par_ameter : Symbol Min. Typ. Max. Unit Condition
PRt | 00| my
Ofrsofel gl | pon. | 10 v
'"pgi:‘g’:?dggrzg)“ge Row | 400 : 1400 |
e wotoge | Reeu | o0 | 1200 | @ \\ewV5 Rl Conn”
Differential input voltage |Vio| 200 40% \\&Q\ “\r)nv
Differential input impedance Zp 85 (\M ; 1?> ohm
Differential input leakage current lewvos -1 &«O\\)) +1<% uA

[Vio|

Differential Input Voltage

A3
O ekt
NS

GND

/
Rxvrn gz
|Vin|
A\

- DCUIYTEK

WWW.DCLTEK.COM


https://www.dcltek.com/contact-us/?part=312293-01
mailto:sales@dcltek.com?subject=Information%20request%3A%20312293-01

-DCLATEK

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

7.04 LVDS AC electrical characteristic

Spec. i -
Parameter Symbol - Unit Condition
Min. Typ. Max.
Refer to input timing table for
Clock frequency RireLk 20 - 96 MHz each display resolution
[VID| = 200mV
Input data skew margin Trsrm -0.2 - 0.2 ul RxVCM = 1.2V
N 1UI=1(RXFCLKX7)
Clock high time Toven . 3.5/(7* Rurcix) - NN
Clock low time Tuver - 3.5/(7* Rercwx) -
PLL wake-up time TenpLL - - / m N us

Table : LVDS mode Agﬁq@mﬁmeﬁsﬁcs

AN \\W\\{(‘
y%% r\u\) |

XXX XX X

Intemal
Clock
Lk J | ; . i H
DATA —_— . —
sl O T
Rty sy . T
E P .
R | A .
r';
it &
Ideal Sirobhe Position
—\!i Fresrm Feow ———Trmm };
| — ———— :
- -
H
Ideal TX Pulse Position Ideal TX Pulse Position

TrmM - Raceiarzichs magin

Rzrrs - Racaiar o oe postion

Tow  -Sirche widh @nmemal dets snmping window)

Figure : LVDS figure
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8.0 POWER SEQUENCE

To prevent a latch-up or DC operation of the LCD module, the power on/off sequen
ce shall be as shown in below

0-9vDD Zi 0.9VDD 5% /_
Power Suppl
PPy oV 0.IVDD C0-VDD
T1
— TS T7
T% ¥ —r
p 16
Interface Signal Valid
4 T3L 4 th
Back- light oV
Values
Parameter Unite
Min Typ Max
T1 0.5 ) 10 —
T2 0 ) 50 .
T3 200 ; ] .
T4 500 ] ] .
T5 0 ] 0 ms
T6 0 ] 0 ms
7 500 ) ) .

Notes:

1. When the power supply VDD is 0V, keep the level of input signals on
the low or keep high impedance.

2. Do not keep the interface signal high impedance when power is on.
Back Light must be turn on after power for logic and interface signal
are valid.

- DCUIYTEK
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9.0 OPTICAL SPECIFICATION

9.0.1 Overview
The test of view angle range shall be measured in a dark room (ambient lumiwdheeand temperature =

25+2°C) with the equipment of Luminance meter system (Goniometer system and TOPCON CS2000/CA310)
and test unit shall be located at an approximate distance 50cm from the LCD surface at a viewing angle of 8
and @ equal to 0°. We refer to 80=0 (=63 ) as the 3 o’clock direction (the “right”), 8 @=90 (= 612 ) as the 12
o’clock direction (“‘upward”), 8 @=180 (= 89 ) as the 9 o’clock direction (“left’) and 8 @=270(= 66 ) as the 6
o’clock direction (“bottom”). While scanning 8 and/or @, the center of the measuring spot on the Display
surface shall stay fixed. The luminance, color and uniformity (etc) should be tested by CS2000/CA310. The
backlight should be operating for 10 minutes prior to measurement. VDD shall be 3.3 + 0.3V at 25C.

Parameter Symbol | Condition | Min. Typ. Max. Unit Remark
O3 80 85 - Deg.
Horizontal
i O¢ 80 85 - Deg.
Y Angl
1ewing Angle CR>10 Note 1
range O12 80 85 - Deg.
Vertical
Os 80 85 - Deg.
Luminance Contrast ratio CR ©=0° 900 1300 - Note 2

Luminance of

) Center Yuw - 250 - cd/m?2 Note 3
White

White .
Luminance 9 Points AY9or 75 80 % Note 4
or 5 Points AY5 °

uniformity
Color Gamut NTSC CIE1931 ©=0° 40 45 - %
Reproduction _ Wx Typ 0.304 Typ Note 5
White ©=0°
of color Wy -0.03 0.336 +0.03
Response Time Tr+Td Tag ?500C - 30 35 ms Note 6
LED Life-Time - - - 30000 - Hr @L50%

- DCUIYTEK
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Notes : 1. Viewing angle is the angle at which the contrast ratio is greater than 10. The
viewing angles are determined for the horizontal or 3, 9 o'clock direction and
the vertical or 6, 12 o'clock direction with respect to the optical axis which is
normal to the LCD surface (see FIGURE 1).

2. Contrast measurements shall be made at viewing angle of ©= 0 and at the
center of the LCD surface. Luminance shall be measured with all pixels in
the view field set first to white, then to the dark (black) state . (see FIGURE
1) Luminance Contrast Ratio (CR) is defined mathematically.

Luminance when displaying a white raster

Luminance when displaying a black raster

3. Luminance of white is defined as luminance values of center of the LCD
surface. Luminance shall be measured with all pixels in the view field set first
to white. This measurement shall be taken at the locations shown in FIGURE
2 for a total of the measurements per display. The luminance is measured by
CS2000/CA310 when the LED current is set at 60maA.

4. The White luminance uniformity on LCD surface is then expressed as : AY =
Minimum Luminance of 9 Points or 5 points / Maximum Luminance of 9
Points or 5 points(See FIGURE 2).

5. The color chromaticity coordinates specified in Table 5. shall be calculated
from the spectral data measured with all pixels first in red, green, blue and
white. Measurements shall be made at the center of the panel.

6. The electro-optical response time measurements shall be made as FIGURE
3 by switching the “data” input signal ON and OFF. The times needed for the
luminance to change from 10% to 90% is Tr, and 90% to 10% is Td.

- DCUIYTEK
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9.0.2 Optical measurements

Figure 1. Measurement Set Up
Photo detector :
LCD panel [ ] (CA310) H

N

. -=EP-——-=:=:£ - +Center of the screen

Photo detector ; TFT-LCD module

(TOPCON CS2000) T \
TFT-LCD module
I

/ LCD panel

Center of the screen

View angel range, uniformity, etc. measurement setup  Flicker, measurement setup

Figure 2. White Luminance and Uniformity Measurement Locations (9 points)

1/2

0
H
|
|
|
|
|
|
|
|
|

1/2

Luminance of white is defined as luminance values of center of the LCD surface. Luminance
shall be measured with all pixels in the view field set first to white. This measurement shall be
taken at the locations shown in FIGURE 2 for a total of the measurements per display.

The White luminance uniformity on LCD surface is then expressed as : AY9 = Minimum
Luminance of 9 points / Maximum Luminance of 9points (see FIGURE 2).

- DCUIYTEK
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Figure 3. Response Time Testing

[ G—
Display data ﬁlack (TFT OFF) White (TFT ON) Black (TFT OFF)‘
7 7
A — T —
Optical ~ 100% - A
[0)
Response 90%
10%
0%

The electro-optical response time measurements shall be made as shown in FIGURE
3 by switching the “data” input signal ON and OFF. The times needed for the lumina
nce to change from 10% to 90% is Tr and 90% to 10% is Td.
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10. Reliability test items

No. Test Item Test Condition Notes
1 High Temp. Storage +80°C / 48H 1. Functional test isOK.
2 Low Temp. Storage -30°C / 48H Missing Segment,short,
: : unclear segment

3 High Tempe. Operating +70°C / 48H non-display,display abnormally
4 Low Tempe. Operating -20°C / 48H and liquid crystal leakare

High Temperature un-allowed.
5 . 50°C x 90%RH /48H

/Humidity storage 2. No low

temperature bubbles,end seal

Static state, -20°C (30min) ~60°C | loose andfall, frame rainbow.

6 | Thermal and cold shock )
(30min), 50 cycles

Air Voltage: 8KV Contact Voltage: 4KV

7 |ESD test )
R: 330Q C: 150pF 5 time

Note: After the reliability test, the product only guarantee function normally without any fatal defect (non-
display, line defect, abormal display etc ). All the cosmetic specification is judged before the reliablity test.

- DCLIYTEK
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11.0 General Precaution

11.1 Use Restriction

This product is not authorized for use in life supporting systems, aircraft navigation control systems, military
systems and any other application where performance failure could be life-threatening or otherwise
catastrophic.

11.2 Asembly Precaytton

1. Please use the mounting hole on the module side in installing and do not bending or
wrenching LCD in assembling. And please do not drop, bend or twist LCD module in
handling.

2+ Please design display housing in accordance with the following guide lines.

3. Housing case must be destined carefully so as not to put stresses on LCD all sides and
not to wrench module. The stresses may cause non-uniformity even if

there is no non-uniformity statically.

4. Keep sufficient clearance between LCD module back surface and housing when the
LCD module is mounted. The clearance in the design is recommended

taking into account the tolerance of LCD module thickness and mounting

structure height on the housing.

5. Please do not push or scratch LCD panel surface with any-thing hard. And do not soil
LCD panel surface by touching with bare hands. ( Polarizer film, surface of LCD

panel is easy to be flawed.)

6. Please do not press any parts on the rear side such as source IC, gate IC, and FPC
during handling LCD module. If pressing rear part is unavoidable, handle the LCD
module with care not to damage them.

7+ Please wipe out LCD panel surface with absorbent cotton or soft cloth in case of it being
soiled.

8. Please wipe out drops of adhesives like saliva and water on LCD panel surface
immediately. They might damage to cause panel surface variation and color change.

9. Please do not take a LCD module to pieces and reconstruct it. Resolving and
reconstructing modules may cause them not to work well.

11.3 Disassembling or Modification

1. Do not disassemble or modify the module. It may damage sensitive parts inside
LCD module, and may cause scratches or dust on the display. does not
warrant the module, if customers disassemble or modify the module.

11.4 Breakage of LCD Panel

1+ If LCD panel is broken and liquid crystal spills out, do not ingest or inhale liquid crystal,
and do not contact liquid crystal with skin.

2. If liquid crystal contacts mouth or eyes, rinse out with water immediately.

3. [If liquid crystal contacts skin or cloths, wash it off immediately with alcohol and rinse
thoroughly with water.

4. Handle carefully with chips of glass that may cause injury, when the glass is broken.

- DCLIYTEK
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11.5 Absolute Maximum Ratings and Power Protection Circuit

1. Do not exceed the absolute maximum rating values, such as the supply voltage
variation, input voltage variation, variation in parts’ parameters, environmental temperature,
etc., otherwise LCD module may be damaged.

2. Please do not leave LCD module in the environment of high humidity and high
temperature for a long time.

3. It's recommended employing protection circuit for power supply.

11.6 Operation

1+ Do not touch, push or rub the polarizer with anything harder than HB pencil lead.Use
fingerstalls of soft gloves in order to keep clean display quality, when persons handle

the LCD module for incoming inspection or assembly.

2. When the surface is dusty, please wipe gently with absorbent cotton or other soft
material.

3 - Wipe off saliva or water drops as soon as possible. If saliva or water drops contact with
polarizer for a long time, they may causes deformation or color fading.

4 . When cleaning the adhesives, please use absorbent cotton wetted with a little
petroleum benzine or other adequate solvent.

11.6 Static Electricity

1+ Protection film must remove very slowly from the surface of LCD module to prevent
from electrostatic occurrence.

2. Because LCD module uses CMOS-IC on TFT-LCD panel, it is very weak to
electrostatic discharge. Please be careful with electrostatic discharge.

3+ Persons who handle the module should be grounded through adequate methods.

11.7 Disposal

When disposing LCD module, obey the local environmental regulations.

11.8 OTHERS

1. Astrong incident light into LCD panel might cause display characteristics' changing
inferior because of polarizer film, color filter, and other materials becoming inferior.

Please do not expose LCD module direct sunlight land strong UV rays.

2. Please pay attention to a panel side of LCD module not to contact with other materials
in preserving it alone.

3. For the packaging box, please pay attention to the followings:

4. Packaging box and inner case for LCD are designed to protect the LCDs from the
damage or scratching during transportation. Please do not open except

picking LCDs up from the box.

5. Please handle packaging box with care not to give them sudden shock and vibrations.
And also please do not throw them up.

6. Packing box and inner case for LCDs are made of cardboard. So please pay attention
not to get them wet. (Such like keeping them in high humidity or wet

place can occur getting them wet.)

12. Packing form-TBD
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DCLINTEK

Incoming Inspection Standard

mnfa FEUSTEE

Model NO. /F=RES: Applicable to Touch Screen

Updated Date /£ HHE: _ 2025.04.01

Version/ IR & =: VO

Record of Revision /{&iTEB.

Version /A= Revision Record /{EiTHAE Reviser /{iT A | Revision Date /{&iTHHA
VO B / Initial release 2025.04.01
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1. Scope of application /i&MEE.
Applicable to Touch Screen.
2. Inspection conditions and environment / 1238524 5IK15.
2.1, Inspection Conditions / 1§3G5%4:
2.1.1. Inspection Distance / #&MIFEE: 35cm +5cm.
2.1.2. Inspection time /#§3GAY[E]: Displays performance test /IhgEMlid: 2~3S /Image,
Appearance Inspection / 4MIlt&3&: 8~10S.
2.1.3. Inspection the viewing angle /t&3SfN£A:
Display Inspection Angle /B ~1EI0FAE: +45°.
Appearance Inspection Angle /FMNIFGISRE: +45°.
Eye position /BREE{\E :

Eye position /AR f5 iz &

dd :‘_ T
Light-ot
FAT B

|

30cmi40cm

(Perpendicular to LCD panel surface /5 B T LCD R [H)

2.2, Inspection environment /G35 :

Temperature / iBE 25+5°C
Humidity / B 55+5%RH
Brightness Appearance Inspection / NG 800~1000 Lux
=E Display Inspection / THEEIGIE 200~300 Lux
- DCLENTEK
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2.3, Sampling conditions / AT

Sampling Plan /#iEEit%)

GB/T 2828.1- 2003

Batch single sampling/#t 28K

General inspection level: II/—iRIGIGKFE: %k

Major Defect /FEEHRH

0.25

AQL
Minor Defect /IR EEREA

0.65

3. Terms and definitions /ARiEFIEN.

3.1. Defect classification / TREESE:

3.1.1. Major defects /FEE & f: Defects that cause the product to fail or reduce the

usability of the product / 5= mINRESFNIR ™= BB RUE R S FRIRREE.

3.1.2, Minor defects / JXE&#FE: Defects that do not affect the functionality and effective

use and operation of the product /

3.2. Point defects / s ERPA:

I R I A R SE R S R RROTRRE.

The size of a punctate defect is defined by the diameter D, and the average diameter of

the defect is D=1/2(W+L) / RIRTRFEEERR D EX AN, GRIEAFIIER D=1/2(W+L).

3.3. line defects / ZIRERPA:

When defect size L > 2W,the defect count as liner type defect.Size of linear defect is

defined by length (L) and the maximum width (W)

SERPERT L22W BT, #WADZREREE, SoAiRERARKE (L) IRARE (W) EXA.
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3.4, LCD sub-pixels / LCD F&&=m=:

The sub-pixel defect area is greater than 50% of the LCD sub-pixel area, and is visible
through ND5% masking

FEERRIEEIRIAT 50% LCD FHEEER, HiES NDS%IEZEZER WAY.

3.5, ND card test method / ND R{&I&757%:

Hold the ND card about 5cm above the display area, with your eyes 30-40cm away from
the panel, and observe for 2~3 seconds

ERRXIE E75AL] Scm &E(E ND R, IRESEIERSMEMR 30-40cm, W& 2~3 .

s <N
- F 3

HD Filter 30-40 cm

LY et S5cm

3.6, Surface substances that can be cleaned are not considered defects (e.g. finger
prints on the protective film, dust particles)

A LAGEIE T I#RREIRAN RS (RORIFIR ERYFFEED, 4540)

3.7. Defects that can be covered by the material and are not visible to the eye, and do
not affect the function and use are not considered defects

BRI BEBMNAT N, BAFININEE SRR AN /IERRE.

3.8. AA shows that damage to the glass outside the area does not affect the effective
line and does not expand the loss is acceptable

AA EREKELGMIBIERGD, ARINEREBIIASET KIREAZTLAEZH.

3.9, Issues not specified or defined in this document shall be dealt with through friendly

negotiation between the parties / AR MERE XA, WI5AFHRELLE.
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4.0,

Inspection standards /t&ISHT

4.1, Structural size standards / Z&{aR~TirfE:

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

Measurement items /MUIZEINE Specification /&
Remark /&
Name/&ZFR Unit /Bafi | Tolerance /ANZE
Outside dimension: Length
mm /2K 0.10mm~0.3mm
RI: K Please refer to the product
Outside dimension: Width . specification for detailed
mm /22X | 0.10mm~0.3mm | dimensions and tolerances
RY: & BEORTAEA SIS
. . . . FRRRIg
Outside dimension: Thickness N
mm /ZX | 0.20mm~0.50mm
RJ: E

4.2, Appearance Inspection standards:

(D : diameter, W : width, L : length, N : quantity, DS : spacing)
Material | Inspection items | Product size Inspection standards Category
ke X, eS| ERRY EvE IS EES]

ITO can't open circuit, short circuit, ITO notch
IO Full size cannot exceed 70% of width. MA
eRTJ ITO REEEFIEFNEES, ITO MROAREEBEIE EEERY
70%.
LCD 1. It cannot affect the appearance of valid
) routes and functions; MA
Comners broken | Full size | FrueemssuesmsrnnaEs .
AR/ FRFE eRT —
2 There must be no extensible rips MA
BeB AL RILL.
1. The height cannot exceed the LCD CF M
surface / BEAEEHEY LCD CF @.
Silicone | Silicone coating Full size 2. No overflow and lack of glue / A&EizHFN M
PERR bERRTE eRTJ TRARZ.
3. Silicone cannot cover POL and FPC/ BERRA M
BEE =% POL #0 FPC.
- DCLETEK
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Material

I X1,

Inspection items

1IRIE

Product size

ERRY

Inspection standards

HRIEHE

Category

e

PCBA

FPC

Connector
LS

Appearance

RETIMNI

Full size

&R

1.FPC is not allowed to have

drape/bubble/fold / RAIFEHIE/SiB/ER.

MI

2.Surface scratches do not allow copper

leakage / REXWHATIFHINIFTE.

MA

3.Cracking is not allowed / AFeiFAEZ.

MA

4.Gold finger oxidation is not allowed

FRIFEFIERL.

MA

5.Chromatic aberration is not allowed

AAVFHIEE.

MA

Components

ToRsfF

Full size

ERY

1. Damage, missing parts, and incorrect
models are not allowed

RevHR(D. 4. BSER.

MA

2.Components need to be insulated with high

temperature adhesive (unless not required by

the drawings) / TR REESRREERIP
(FRIFERTEK) .

MI

Weld
e

Full size

ERY

1. False soldering, virtual soldering, and
tinning are not allowed

FRWRIE. R, &5

MA

2. No solder bead residue is allowed

RIVFEBIRIAE.

MI

3.The pads need to be glued with high
temperature (unless not required by the

drawings) / IERFEWEER (PFRIFEETEX) .

MI

POL
mycH

Scratches

bV

Under 6
inches

6 JLAT

1.W<0.05mm; L<5mm, Ignore (ZHg) .
2.0.05mm <W<0.10mm ; L<5mm ; N<2; DS>
10mm.

3.0.10mm<W; 5mm<L, Not allowable
(R7¥F) -

MI

6~10.0
inches

6 ~10.0

1.W<0.07mm; L<5mm, Ignore (ZHg) .
2.0.07mm <W=<0.12mm ; L<10mm ; N<3; DS
>10mm.

3.0.12mm <W; 10mm<L, Not allowable

(R7e1F)

MI

More than
10 inches

10 AL

1.W<0.10mm; L<5mm, Ignore (ZHg) .

2.0.10mm<W<0.15mm ; L<10mm ; N<4; DS

>210mm.

3.0.15mm<W; 10mm<L, Not allowable
(AR7BHF) .

MI

- DCLITEK

WWW.DCLTEK.COM

SALES@DCLTEK.COM



https://www.dcltek.com/contact-us/?part=312293-01
mailto:sales@dcltek.com?subject=Information%20request%3A%20312293-01

-DCLATEK

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

Material | Inspectionitems | Product size Inspection standards Category
1E3E X1 EVATY S ERRY L TRpEZEA
Under 6 1.D<0.15mm, Ignore (Z&g) .
inches 2.0.15mm < D<0.30mm; N<2; DS>10mm. MI
6 JLAT A
Bubbles 3.D>0.30mm, Not allowable (A%tiF) .
More than 6 | 1.0<0.20mm, Ignore (7ZHg) .
inches 2.0.20mm <D<040mm; N<3; DS=10mm. MI
6 JLAE 3.D>040mm, Not allowable (A5iF) .
1.Within 1/2BM of the display area, it is not
allowed
Bubbl d X . .
! th::;f;‘“ Fullsize | BREAES 1/2BM i, RoiF. "
. ,ﬁ R~ 2.The display area is 1/2 outside the BM area,
BES8 .
and it is not controlled
FRKAEIN 1/2BM KigLAIL, et
Under 6 1.0<0.15mm, Ignore (ZH#g) .
inches 2.0.15mm <D<0.30mm; N<2; DS>10mm. MI
6 JLUT | 3D>030mm, Notallowable (F%ifF) .
Point defects 6~10.0 1.0<0.20mm, Ignore (ZH#g) .
Embossing inches 2.0.20mm <D<0.40mm; N<3; DS>10mm. MI
6J~100Y | 3.0>0.40mm, Not allowable (F#iF) .
POL 1.D<0.25mm, | e
N More than .D<0.25mm, Ignore (ZHg) .
10 inches | 2.0.25mm <D<0.50mm; N<4; DS>10mm. MI
109LAE | 3p >0.50mm, Not allowable (FR5iF) .
Dirty Full size Dirt, finger prints, etc. are not allowed M
IS eRT ARFEIES. FIEHE.
Warping Full size Not allowed M
= R ReiF.
It is not allowed to exceed the patch
tolerance required by the drawing; After TP
Paste offset Full size lamination, it is not allowed to leak the edges M
NI eRJ of the polarizer
ARrBEERERNME A E,; & TP WESER
SRR Fins.
Angle mistake Full size Not allowed MA
RERR eRY RIIF.
Mixture Full size Not allowed MA
et eRT RIHF.
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Material | Inspectionitems | Product size Inspection standards Category
130 X1 1eIRINE ERARY TEIOFE o SUEES]
1.W<0.05mm; L<5mm, Ignore (ZHg) .
2.0.05mm <W<0.10mm ; L<5mm; N<2; DS>
Under 6 10mm.
inches 3.0.10mm<W; 5mm<L, Not allowable Ml
6 JLAF (R7FF) -
4.There is a feeling scratch, Not allowable
BREEME, T
1.W<0.07mm; L<5mm, Ignore (ZHg) .
2.0.07mm <W<0.12mm ; L<10mm ; N<3; DS
Scratches 6~10.0 210mm.
4% inches 3.0.12mm <W; 10mm<L, Not allowable M
6J~1007 | (Raiy) .
4.There is a feeling scratch, Not allowable
BREME, T
1.W<0.10mm; L<5mm, Ignore (ZHg) .
2.0.10mm<W=<0.15mm ; L<10mm ; N<4; DS
More than | 210mm.
10inches | 3.0.15mm<W; 10mm<L, Not allowable M
0ILE | Faip) .
4.There is a feeling scratch, Not allowable
TP BREKE, T
Under 6 1.D0<0.15mm, Ignore (ZHg) .
inches 2.0.15mm <D<0.30mm; N<2; DS=10mm. Ml
6 JLATF 3.D>0.30mm, Not allowable (R iF) .
Black dots 6~10.0 1.D<0.20mm, Ignore (Z#) .
white dots inches 2.0.20mm <D<0.40mm; N<3; DS>10mm. Ml
Er/ER 6F~10.0< | 3.0>040mm, Not allowable (F%¥F) .
More than | 1.D<0.25mm, Ignore (7ZH#8) .
10 inches 2.0.25mm <D<0.50mm; N<4; DS>10mm. Ml
10 ~FLAE | 3.D>0.50mm, Not allowable (F#iF) .
OCA Bubbles Full size Not allowed M
S8 R~ ARRVF.
1.Product front /F=831EE : Edge and corner
Corners broken Full size chipping is not allowed / BEf. BREIOARAIF MA
BRID/EEf R~ 2.Product back /FERESHE:
X< 0.5,Y<0.5, Z<1/2T; N<4; DS=10mm.
Silk screen Full size The silk screen is clear, complete and correct M
22E] eRY LLEDiEM. . ABLER.
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Material | Inspectionitems | Product size Inspection standards Category
R X HRIRTIE ERRT RIS RPESSE)
Dirty Full size Uncleanable dirt, Not allowable. M
IS eRY AEENIES, AT
Broken Full size Not allowable. M
AR eRY AT
Ink color l si
aberration F;R?'T_Zre AE>1, Not allowable (A7) . MI
TP HERE
Cover pinholes ) 1.0<0.20mm, N<2, DS>10mm, allowable
%__F;}L F;I}{Isge 2.D>0.20mm, intensive pinholes (Z&ER%T Ml
) , Not allowable (FR7iF) .
Touch-up on the back of the cover is allowed,
Paint off Full size and the touch-up area cannot exceed 2.0mm M
DS R in diameter / R EEREEANE, *NEEIRA
BEEBITER 2.0mm.
szi):ig?iza Full size Not allowable M
12N P4 — %Rj \j'l:\tF-
3055 ey
Deformed Full size Measureq using a plug gauge, If'th'e
T 2R deformation exceeds 0.3mm, NG is judged Ml
= {ERZMNE, BT 0.3mm, HIE NG.
Iron frame
Oxidation Full size Not allowable M
/abscission R .
ERES/BrEs
Dirt/adhesive
:EL residue/solder Full size Not allowable Ml
beads SR AT
AR5/ T/ R
The inkj is cl | h
Inkjet/barcode/ e inkjet code is clear and complete, the
. barcode and QR code can be scanned
QR code Full size
o _ normally, and the content and format meet Ml
MRS/ 4508/ 4 R ; . —
b the requirement / IS EMITEEE. SRISF"4ERT
AJIEES, ABTISNESERER.
Accessories (vinyl, double-sided tape,
Auxiliary . insulating glue, etc.) are not allowed to be
. Full size ] oo, .
materials 2R missed, misguided, defective, etc Ml
derst el (BR. WER. 85KE) AaeFaimlh.
= R i
- DCLUEYTEK

WWW.DCLTEK.COM



https://www.dcltek.com/contact-us/?part=312293-01
mailto:sales@dcltek.com?subject=Information%20request%3A%20312293-01

-DCLATEK

4.3, Functional inspection standards:

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

(D : diameter, W : width, L : length, N : quantity, DS : spacing)
Material | Inspection items | Product size Inspection standards Category
RIS, RIS ERRY IR IR

1.Use ND5% filter masking, visual invisibility
Light leakage / Eull size is OK
Mura 5 ND5%ifs, BWAR WAL OK. Mi
JBYt/ Mura ERY 2.If necessary, sign off on the sample
WERY, SIRERE.
5232:::; Full size _BIightness uniformity < 8?.0%, Not allowable MA
R R SEISSM < 85.0%, A
Under 6 1.D0<0.10mm, Ignore (ZHg) .
inches 2.0.10mm <D<0.20mm; N<2; DS>10mm. Ml
_ 6 LA 3.D0>0.20mm, Not allowable (A7iF) .
tggtsl,)/:ﬁ:: 6~100 | 1.D<0.15mm, Ignore (Z2ES) .
spots inches 2.0.15mm <D<0.30mm; N<3; DSZ\10mm. Ml
ST 6~F~10.0<F | 3.D>0.30mm, Not allowable (FR#iF) .
More than | 1.D<0.20mm, Ignore (7ZEg) .
10 inches 2.0.20mm <D<0.40mm; N<4; DS>10mm. Ml
10~LAE | 3.D>040mm, Not allowable (FR#aiF) .
Under 6 1.D0<0.15mm, Ignore (ZHg) .
inches 2.0.15mm <D<0.30mm; N<2; DS>10mm. Ml
Display 6 ST 3.D0>0.30mm, Not allowable (A7iF) .
S;é‘;;” Backlight black | 6~100 | 1.D<0.20mm, Ignore (7ZHg) .
dots/white dots inches 2.0.20mm < D<0.40mm; N<3; DS=10mm. Ml
EHHELS/HE | 6F~10.0< | 3.D>040mm, Not allowable (A7) .
More than | 1.D<0.25mm, Ignore (7Z88) .
10 inches 2.0.25mm <D<0.50mm; N<4; DS>10mm. Ml
10FLAE | 3.D>0.50mm, Not allowable (FR#F) .
1.W<0.05mm; L<5mm, Ignore (ZHg) .
Under 6 2.0.05mm <W=<0.10mm ; L<5mm; N<2; DS>
inches 10mm. Ml
6 JLAF 3.0.10mm<W; 5mm<L, Not allowable
(RABHF) .
1.W<0.07mm; L<5mm, Ignore (ZHg) .
Linear foreign 6~10.0 2.0.07mm <W=<0.12mm ; L<10mm ; N<3; DS
bodies inches >10mm. Ml
52 YN=27) 6J~10.0 | 3.0.12mm<W; 10mm<L, Not allowable
(ARFTEF) -
1.W<0.10mm; L<5mm, Ignore (ZHg) .
More than | 2.0.10mm<W<0.15mm ; L<10mm ; N<4 ; DS
10 inches >10mm. MI
10JLAE 3.0.15mm<W; 10mm < L, Not allowable
(ARTBHF) .
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Material | Inspection items | Product size Inspection standards Category
e HRIRTIE ERRY RIS e
White/Black Eull size Use ND5% filter masking, visual invisibility is
print 2R OK Ml
HEN/EED 5 ND5%ifz=, BWAR AP/ OK.
Interference
pattern/Newton Full size Not allowable M
pattern eRY AT
FHBYH IR
dl\i/_l;rlzck:);::rft Full size Not allowable M
N R e
B R | AeiF
Color blocks Full size Use ND5% filter masking, visual invisibility is MI
&5 R~ OK /f#EFE ND5%iEs=, BIAAIELA OK.
Displ
abrlmsfrr?;l Full size Not allowable MA
Display I eRY R
Screen B>
= No display Full size Not allowable MA
BN R~ R
Llnl)e!r/ahxis:;ng Full size Not allowable MA
. 2 L R< ANt
i R~ RieiF
Splash screen Full size Not allowable MA
IR R~ RaisF.
LCD grid Full size Not allowable MA
LCD Mt R~ S inas
Afterimage Full size Not allowable MA
337 R~ RaisF.
Wror;gn;/:zwmg Full size Not allowable MA
, . R~ s
TS i
No touch Full size Not allowable MA
ToftiR R~ R
Toud;':imstjump Full size Not allowable MA
P 2R AT
R S
'I;oeuncsfi\tir\\/:t Full size Not allowable MA
L R SFOIF.
BRI e
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