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1.General Specifications

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

NO Item Specification Unit |[Remark
1 LCD Size 10.1 -
2 | Panel Type IPS
4 | Resolution 1200 x RGB x 1920 pixel -

5 | Display Mode Normally Black - -

6 | Number of Colors 16.7M -

7 | Viewing Direction ALL FULL - -
8 | NTSC 66% TYP
9 | Contrast Ratio 1000 TYB
10 | Luminance 520 cd/m'|  TYB
11 | TP+LCM Module Size 146.80(W) x239.37(L) x4.23(H) mm | Note
12 | Panel Active Area 135.36 (W) x 216.57 (L) mm Note
13 | Pixel Pitch 37.6x112.8 mm UM
14 | Weight TBD -
15 | Driver IC OTA7290B+0OTA7290B

16 | Driver IC RAM Size RAMLESS bit -
17 | Light Source 32 white LED in 4S8P - -
18 | Interface MIPI 4Line -

19 | Drive IC GT9271 mm -
20 | Construction G+G mm

21 | Surface Hardness 6H -

22 | Operating Temperature -20~+60 °C -
23 | Storage Temperature -30~+70 °C -

Note : Please refer to the mechanical drawing;
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2. Optical Characteristics

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

N Specifications )
Item Symbol | Conditions Unit Note
Min. Typ. Max.
Transmittance All left side data are based on
(w/o APCF) % 3.53% | 4.04% % INX's following condition —
Viewing
Contrast Ratio CR |normalangle| 800 | 1000 -~ |1.LC:AAS.
Ox = 0y =0° 2.CF:CG 70% CF.
4.Polarizer :
0 80 85 CF.SRWO062APN1LT4
X+ TFT:SRWO062AWL2/APFV3
Hor. 5.Machine : DMS 803,
o Ox. 80 85 (ConoScope for View Angle).
Viewing Angle deg. |6 viLC dark = 0.3V, VLC
v+ 80 85 white = 4.1V
ver. 7.Back light structure:
Oy- 80 85 Diffuser+BEF+BEF+ Diffuse
Rx
Red 0.631 | 0.651 | 0.671
Ry 0.311 | 0.331 | 0.351
Gx 0.255 | 0.275 | 0.295
Green
CF only Color Gy Viewing 0.54 0.56 0.58
Chromaticity Bx normal angle | (.12 0.14 0.16 Under C light Simulation
(CIE 1931) | Blue Oy = Oy =0°
By 0.075 | 0.095 | 0.115
Wx
White 0.28 0.3 0.32
Wy 0.305 | 0.325 | 0.345
Color Gamut 66 %
*Note(1) INX LED BLU Spectrum:
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*Note (2) Definition of Contrast Ratio (CR):
The contrast ratio can be calculated by the following expression.
Contrast Ratio (CR) =L63 /L0
L63: Luminance of gray level 63
L 0: Luminance of gray level 0
CR =CR (5)

CR (X) is corresponding to the Contrast Ratio of the point X at Figure in Note (5).

*Note (3) Definition of Response Time (Ton, Tor):

Gray Level 255 Gray Level 255

100%

90%

Optical

Response

Gray Level 0

5——

10%

0%

v

Time
Toff Ton
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*Note(4) Definition of Viewing Angle

Normal

0x = Oy = 0°

12 o’clock direction

By+ = 90°

End Seal

6 o’clock
Oy- = 90°

IC Bonding Pad

FPC

Test Pad

*Note (5) Measurement Set-Up:
The LCD module should be stabilized at a given temperature for 20 minutes to avoid abrupt temperature change
during measuring. In order to stabilize the luminance, the measurement should be executed after lighting Backlight for

20 minutes in a windless room.
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3. DATA INPUT FORMAT
3.1. Data Input Format for MIPI

VS
)
Tvrw
—» -—
DATA < Lvee | Typ A Tvee
1 line 1 line 1 line 1 line 1 line
\S/ BL ];I BL I: BL ];I BL I: BL P
S LP S LP S LP S LP S LP M
> 1 line _ > 1 line _
g{ l[;l RGB BL|_ l; l]; RGB BL
g P DATA | LP g P DATA | LP
Tupwe>
Thep |« T >
HD
THFP
3.2. Input Timing Table
1200RGBx1920 (4 Data Lanes)
Parameter Symbol Min. Typ. Max. Unit
MIPI data frequency FDATA 955 999 1000 Mbps
Horizontal display area THD 1200 pixel
HS period time TH 1275 1341 1342 pixel
HS pulse width THPW 1 1 1 pixel
HS back porch THBP 32 60 60 pixel
HS front porch THFP 42 80 81 pixel
Vertical display area TVD 1920 H
VS period time TV 1981 1981 1982 H
VS pulse width TVPW 1 1 1 H
V'S back porch TVBP 25 H
VS front porch TVFP 35 | 3 [ 36 H
-— DCLBTEK SALES@DCLTEK.COM
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4. FUNCTIONAL DESCRIPTIONS
4.1. Power On/Off Sequence

In order to prevent IC from power on reset fail, the rising time (Teor) of the digital power supply VDD should be maintained within the given

specifications. Refer to “AC Characteristics” for more detail on timing.

Power-On/Off Timing Sequence:

| | Power ON sequence <« »  Power OFF sequence

I I
I |
VDD I‘ >16ms 'I :
VDDA : :
! 1
VGH I I
t | _
VGL : :
| | |
VCOMO | X
f I I—
T T |
STBYB | | !
! | [ ! | | ;!
VSYNC 203|415 |[e][7][8]]e|[10][11][12 | 1[21[3][4][s|[e][7]|[8
i I i
| le__4avsyne ) : | le3vsyne o avsyne 1
Source | Vv T - + |
Output : 4 00H )K "Normal display : )K 00H X 3FH }_,_I
| | | | | |
| | |
I I
BLKEN < HVSYNG » Enable | | Disable | P
(Output) f | ! ] | Tt

Enter and Exit Standby Mode Sequence:

| Enter Standby sequence <

STBYB Il\

» Exit Standby sequence

VSD | 1203 [4][s]|[e][71[s]|[9][10 ! 23 [4][s|[el][7][8][e]|[10][11][12
ol 3veync . avswc | b le_4vsyne 1!
Source [ . E——_ : : P |
T \l '/ .
Output | )K 00H )K 3FH hi — ( 00H )KNom{al display
| | | | [ | | |
BLKEN 4'—| ) | [ 11 VSYNC [ =Perra—
(Output) : | Disable : : :: := Enable
STBN ! i I
(Output) | T
.
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5. Interface Pin Connection

PIN NO SYMBOL DESCRIPTION
1 NC No connect
2 VDDIN(3.3V) Power Voltage for digital circuit ~ 3.3V.
3 VDDIN (3.3V) Power Voltage for digital circuit  3.3V.
4 GND Ground.
5 Reset Global reset pin.
6 NC No connect.
7 GND Ground.
8 MIPI_DON MIPI-DONare differential small amplitude signals.
9 MIPI_DOP MIPI-DOPare differential small amplitude signals.
10 GND Ground.
11 MIPI_D1N MIPI-D1Nare differential small amplitude signals.
12 MIPI_D1P MIPI-D1Pare differential small amplitude signals.
13 GND Ground.
14 MIPI_CLKN MIPI-CLKNare differential small amplitude signals.
15 MIPI_CLKP MIPI-CLKPare differential small amplitude signals.
16 GND Ground.
17 MIPI_D2N MIPI-D2Nare differential small amplitude signals.
18 MIPI_D2P MIPI-D2Pare differential small amplitude signals.
19 GND Ground.
20 MIPI_D3N MIPI-D3Nare differential small amplitude signals.
21 MIPI_D3P MIPI-D3Pare differential small amplitude signals.
22 GND Ground.
23 NC No connect.
24 NC No connect
25 GND Ground.
26 NC No connect.
27 NC No connect.
28 NC No connect.
29 NC No connect.
30 GND Ground.
31 VLED- Power for LED backlight (Cathode)
32 VLED- Power for LED backlight (Cathode)
33 NC No connect.
34 ID ID PIN Pull High, If not use, please not connect.
35 NC No connect.
36 NC No connect.
37 NC No connect.
38 NC No connect.
39 VLED+ Power for LED backlight (Anode)
40 VLED+ Power for LED backlight (Anode)
- DCLEYTEK
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6. 0 Absolute Maximum Ratings

HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

Item Symbol Min. Max. Unit
Analog Supply Voltage VDD 3.3 3.6 \%
Operating Temperature Top -20 +60 °C
Storage Temperature TsT -30 +70 °C
6.1 Back-light Unit
PARAMETER Sym. Min. Typ. Max. Unit Test Condition | Note
LED Current IF - 160 - mA -
LED Voltage VF - 24 - \% -
Luminous instensity - 520 - Cd/m2 -
Life Time - 25000 - Hr. I=160mA -
Color White
Note (1) Permanent damage may occur to the LCD module if beyond this specification. Functional operation
should be restricted to the conditions described under normal operating conditions.
(2)Ta=25+2°C
(3)Test condition: LED Current 160mA
S |
G a4 [d A
g4
S S|
PIN(K)eo— 4 o4 o4 oa ——o PIN(A)
S |
4 b KA oA
I O
|f= 160 mA (20mA/LED) Vf= 24 V(typ)
- DCLEYTEK
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7. Reliability test items

NO ltem Conditions Remark
1 High Temperature Storage Ta=+707C,24hrs
2 Low Temperature Storage Ta=-30°C,24hrs
3 High Temperature Operation Ta=+607C,24hrs
4 Low Temperature Operation Ta=-20°C,24hrs
1.Random:1.04G,10-500HZ,X,Y,Zdirection
7 Vibration 30min/each direction

2.Sweep sine:1.5G, 5~500Hz,
X/Y/Z,30min/each direction

8 Shock 100G,6ms, +X, 1Y, +Z JIS C7021, A-10
3 time for each direction (Condition A)

Random:1.04Grms, 10~500Hz, X/Y/Z

9 Vibration (with carton) 45minfeach direction
Fixed:5Hz, 1.5Grms, X/Y/Z 45min/each
direction

10 Drop (with carton) Height: 60cm 1 corner, 3 edges, 6 surfaces JIS 20202

11 Electrostatic Discharge +200V,200PF,0Q1 time/each terminal

Note: All tests above are practiced at module type.
There is no display function NG issue occurred, All the cosmetic specification is judged before the reliability

stress.

8. Mechanical Drawing
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1 | 2 | 3 | 4 5 | 6
Front View Side View Back View Back View PIN | SYMBOL
1 NC
146. 800. 15 (CG 0D) 4 2340, 3 (LOWCTP) 2 VDDIN
143.00+0. 15 (LCM 0D 1.90 1.40+0. 1(CTP) 3 VDDIN
3 = 135.96+0. 2 (CG VA 5. 42 —H2.6540. 15 (LOW) 4 oND
s o 135. 36 (LCD AA) A 5 RESET
LEBBLLLLAIXE @
10.17, 1PS 312295-01 312295-01 7 GND
1200%RGB*1920 YYYY-MM-DD YYYY-MM-DD 8 | MIPI DON
9 | MIPI DOP
10 GND
11 | MIPI DIN
12 | MIPI DI1P
13 GND
14 | MIPI CKN
2 14 15 | MIPI CKP
m 8% 2 16 GND
=858 17 | MIPI D2N
$S9E N 18 | MIPI D2P
433 19 GND
g 257 20 | MIPI D3N
& 21 | MIPI D3P
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23
24
25
: oo | 26
| | 27
e 129
4 - —— T ] w 30
o o 31
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1. Display : ﬂo.H\ﬂ TFT —21 CTP NOTE: 444«
2. Resolution: 1200xRGBx1920 L GHGHFPCHOCA O 6 | VDDs.
3. View Direction: ALL SENSOR GLASS: 0. 55mm b
4. LCD Driver IC: OTA7290B+0TA7290B vy 444w UnFGI—Imx
5. LCM Brightness:600 cd/m’(TYP) 3. Transmi ttance: >82% b If= 160 mA (20mA/LED)
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6. GENERAL TOLERANCE: #0. 2 . P— .
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9.0 General Precaution

9.1 Use Restriction

This product is not authorized for use in life supporting systems, aircraft navigation control systems, military
systems and any other application where performance failure could be life-threatening or otherwise
catastrophic.

9.2 Asembly Precaytton

10.2.1 Please use the mounting hole on the module side in installing and do not bending or
wrenching LCD in assembling. And please do not drop, bend or twist LCD module in
handling.

10.2.2 Please design display housing in accordance with the following guide lines.

10.2.2.1 Housing case must be destined carefully so as not to put stresses on LCD all
sides and not to wrench module. The stresses may cause non-uniformity even if

there is no non-uniformity statically.

10.2.2.2 Keep sufficient clearance between LCD module back surface and housing when
the LCD module is mounted. The clearance in the design is recommended

taking into account the tolerance of LCD module thickness and mounting

structure height on the housing.

10.2.3 Please do not push or scratch LCD panel surface with any-thing hard. And do not soil
LCD panel surface by touching with bare hands. ( Polarizer film, surface of LCD

panel is easy to be flawed.)

10.2.4 Please do not press any parts on the rear side such as source IC, gate IC, and FPC
during handling LCD module. If pressing rear part is unavoidable, handle the LCD

module with care not to damage them.

10.2.5 Please wipe out LCD panel surface with absorbent cotton or soft cloth in case of it
being soiled.

10.2.6 Please wipe out drops of adhesives like saliva and water on LCD panel surface
immediately. They might damage to cause panel surface variation and color change.
10.2.7 Please do not take a LCD module to pieces and reconstruct it. Resolving and
reconstructing modules may cause them not to work well.

9.3 Disassembling or Modification

Do not disassemble or modify the module. It may damage sensitive parts inside LCD
module, and may cause scratches or dust on the display. HannStar does not warrant the
module, if customers disassemble or modify the module.

9.4 Breakage of LCD Panel

10.4.1 If LCD panel is broken and liquid crystal spills out, do not ingest or inhale liquid
crystal, and do not contact liquid crystal with skin.

10.4.2 If liquid crystal contacts mouth or eyes, rinse out with water immediately.

10.4.3 If liquid crystal contacts skin or cloths, wash it off immediately with alcohol and rinse
thoroughly with water.

10.4.4 Handle carefully with chips of glass that may cause injury, when the glass is broken.
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9.5 Absolute Maximum Ratings and Power Protection Circuit

9.5.1 Do not exceed the absolute maximum rating values, such as the supply voltage
variation, input voltage variation, variation in parts’ parameters, environmental
temperature, etc., otherwise LCD module may be damaged.

9.5.2 Please do not leave LCD module in the environment of high humidity and high
temperature for a long time.

9.5.3 It's recommended employing protection circuit for power supply.

9.6 Operation

9.6.1 Do not touch, push or rub the polarizer with anything harder than HB pencil lead.Use
fingerstalls of soft gloves in order to keep clean display quality, when persons handle
the LCD module for incoming inspection or assembly.

9.6.2 When the surface is dusty, please wipe gently with absorbent cotton or other soft
material.

9.6.3 Wipe off saliva or water drops as soon as possible. If saliva or water drops contact
with polarizer for a long time, they may causes deformation or color fading.

9.6.4 When cleaning the adhesives, please use absorbent cotton wetted with a little
petroleum benzine or other adequate solvent.

9.7 Static Electricity

9.7.1 Protection film must remove very slowly from the surface of LCD module to prevent
from electrostatic occurrence.

9.7.2 Because LCD module uses CMOS-IC on TFT-LCD panel, it is very weak to
electrostatic discharge. Please be careful with electrostatic discharge.

9.7.3 Persons who handle the module should be grounded through adequate methods.

9.8 Disposal

When disposing LCD module, obey the local environmental regulations.

9.9 OTHERS

9.9.1 A strong incident light into LCD panel might cause display characteristics' changing
inferior because of polarizer film, color filter, and other materials becoming inferior.
Please do not expose LCD module direct sunlight land strong UV rays.

9.9.2 Please pay attention to a panel side of LCD module not to contact with other
materials in preserving it alone.

9.9.3 For the packaging box, please pay attention to the followings:

9.9.3.1 Packaging box and inner case for LCD are designed to protect the LCDs from the
damage or scratching during transportation. Please do not open except

picking LCDs up from the box.

9.9.3.2 Please do not pile them up more than 6 boxes. (They are not designed so.) And
please do not turn over.

9.9.3.3 Please handle packaging box with care not to give them sudden shock and
vibrations. And also please do not throw them up.

9.9.3.4 Packing box and inner case for LCDs are made of cardboard. So please pay
attention not to get them wet. (Such like keeping them in high humidity or wet

place can occur getting them wet.)
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10.0 Packing form
7.1 Packing form 1

TBD
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YT & BT R A

Quality inspection standards

i iR R ICER A

MODEL No. / 7% %5: Applies 10 inches or more TFT-LCD Panel

UPDATED DATE /& HE: 2022-05-20
VERSION / R A AQ

Customer Signature/% /7 255

))b‘

RECORD OF REVISION/&iT B i
Version Revision Record Compile Date of Revision
FRA BT A& Bir# BT H
VO T K /Starting Green 2022.05.20
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1.Scope 1i& Al

This document shall be applied to 10 inches or more TFT-LCD Panel.
ASCAFE R F10 ~F K BA_E TFT-LCD Panel.
2.Inspection and Environment onditions/f5 £ 2644 5 3 45

2. 1 Inspection Conditions £ 2 2514

(1) Inspection Distancef& il fi B5: 35 cm+5cm

(2) Each picture /B4~ [ : 2~3 secs/FP, Cosmetic Inspection/ 7P 10~12 secs/F»

(3) View AngleWL & f [ :

Light-on Inspection Angle s XT &40 A +45°
Cosmetic Inspection Angle/MAS 6 Ff - +£45°

—

Cosmetic ins

ALK

Eye positionfR i {7 &

Light- on Insp.

g5 59/FUHHRITE 30em-40cy

Q0° _// v

74===

- Kk

=3

(Perpendicular to LCD panel surface & F. ¥ it &t 7~ K TH] )

2.2 Environment Conditions¥f 35 2% 44

Ambient Temperature
JERE 25°C+5C
Ambient Humidity
i e 55+5%RH
Cosmetic Inspection
Ambient ARG T 800-1000 Lux
[llumination ) )
Functional Inspection
b AT RIS 200~300Lux
2.3 Sampling Conditions FHFE S
(1) LotSize: Quantity of shipment lot per model/.
L& BsiR R PR
2
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(2) Sampling Method

it EARFS
GB2828/2003
Normal Inspection, Single Sampling
Sampling Plan BRI BRI
FhFET R Geneal II Inspection
i
Major Defect
N 0.25
AQL Minor Defect
REL R 0.65

(3) The classification of Major(MA) and Minor(MI) defects is shown as 3. Inspection Criteria.
F B (MA) K R (MDD E T3 46 B hr i

3.Terms and Definitions/ A 15 A1 E X

3.1 Classification of defectsi [ 4325:

Major defects: A major defect is a defect that is likely to result in failure, or to reduce materially the
usability of the product for its intended purpose.
T BRI 2 P EUT D RE SR R D 7 ] A R SR
Minor defects: A minor defect either is a defect that is not likely to reduce materially the usability of the
product for its intended purpose, or is a departure from an established having little bearing on the
effective use or operation of the product.
BRI A FEU™MIIRERR, AL 7 i A 8 AT A
3.2 Extraneous substances that can be wiped out ,like Finger point,Particles are not cnsidered as a defect . 7] L #¥
BT R MY AR (0P HED, BRL) .
3.3 Defects on the Black Matraix(outside ofActive Area) are not considered as a defect . BM
X3 (AA X EAAR) Rk B AR 9 R I o
3.4 Size of circular defect,is defined by diameter’D” . The defect average diameter D=1/2(W+L) & J& &k
FE /N R ER D X 1. BEETSEFY EAE D=1/2(W+L)

|
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3.5 When defect size L>2W,the defect count as liner type defect.Size of linear defect is defined by length(L)
and the maximum width(W).
HERRE RS L22W I, BRI . ZetRukREE K E (L) AR TERE (W)
7€ M. 3.63.6 Mura criteria ;judged by ND filter6%,and can’t be seen under at
ND filter 6% .
3.6 MURA HWrbsiE: fEH] ND6%H)E, Hi#id ND6% , MEAEAA .
3.7 Dot defect is defind as the defective area of the dot is larger than 50% of the dot area and is visible
through 6% ND filter

DOT J& SCA sRBETH AR T 50% DOT [, HiZ i ND6Y% AT 2 il Wi,
The drawing of 1/2 area sub-pixel definition: The 1/2 area sub-pixel can be defined as below one or more

of specific shapes

12 WA TR E Xz B 1/ 2 TIARE AR BLUE SO — AN EE ANk E TR AR A -

JIVLEEE

3.8 A dot defect that is smaller than the defined dot defect will be treated as small bright dot. 41 #§ 5%
i /NTDOT 8 S H Rk B L A A5 5 R
X5 O XEfE: 1. 2: 1

f 5 ) Arra

1 Awrica

3.9 Inspection method of ND Filter - holding ND filter in front of the panel around 5cm and

examine the panel from 3545 cm in the front view for 2~3 second.

ND KR 7 R T KY) 5SCM 4B ND &, BRI I B AR 30-40CM , it 2~3 Fhaiss.

== <X=
b4 F 3

ND Filter 30-40 cm

LCL) it Sem
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4. Inspection Criteria ¥ 56 b

4.1 Appearance Inspection specification 4 25 A :

Judge area Judge item Specification inspection Judge criterion
Silicone spread The height can’t over C/F , color filter , or gomu
ek J IR AT AR C/F MI
Silicone
ik 1 . : -
Silicone residue Can’t cover polarizer, FPC ...etc.
[EHIIEEN N #i POL, FPC %% MI
Wire(on Array) No damage
2ot ENiEt MA
LCD
-Ir—>‘<‘
PR Edge No extended crack
1% AN T SRR AL MA
Appearance Scratch or damage result in copper expose is not
allowed MI
AN Rl A 5 A o V3 30 IR R 4
Component INo damage
MA
PCBA Zf Nzl
|Connector
FPC/FEC %g};ggn status Need correct ‘connectlon
= i B IR MA
Broken Not allowable
T 24 AN FRVF MA
Folding sign Not allowable
X i 5 i & AN TOTF MA
1.W<0.10mm; L<5mm, Ignore (Z.M%)
Scract on the polarizer
POL
(o B . o 2.0.10mm<W =0.20mm ; L<5mm ; N<4 ; DS>10mm MI
it Fr il i
3.0.20mm<<W; 5mm< L, Not allowablefs 70 ¥F
5
~ DCUIYTEK

WWW.DCLTEK.COM


https://www.dcltek.com/contact-us/?part=312295-01
mailto:sales@dcltek.com?subject=Information%20request%3A%20312295-01

-DCLRTEK HIGH QUALITY DISPLAY SOLUTIONS MADE EASY

Judge area | Judge item Specification inspection Judge criterion
X BH : :
Major| Minor
1.D<<0.30mm, Ignore (Z.H%)
Dent on the
polarizer 2.0.30mm<D<0.50mm; N<4; DS>10mm MI
fi o't Fr MR
3.0.50mm<D, Not allowable/s 701
1.W=0.10mm; L<5mm, Ignore (Z.H%)
IPOL Linear bubble
2.0.10mm<W =0.20mm ; L<5mm ; N<4 ; DS>10mm
2R
MI
oL 3.0.20mm<<W; 5mm< L, Not allowable/s 70
(CB¥ay
1.D<<0.30mm, Ignore (Z.H%)
IPOL dot bubble
SR 2.0.30mm<D<0.50mm; N<4; DS>10mm MI
3.0.50mm<D, Not allowable/~ 7t ¥
1. The display area is 1/2BM outside, Not allowable
=S X 3 ] NI
POL edgebubble |2 X EAH 12BM DXBEPS, AMSeiE i
; =
URZE S 2. The display area is outside the outer 1/2BM area,
Not allowable
EIRXAESN/2BMIX S PSR, AR
6
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. . L. . Judge criterion
Judge area Judge item Specification inspection
X3 i H Major| Minor
1.D<0.30mm; Ignored CZHZ)
Foreign Material in
spot shape 2.0.30mm<<D<0.50mm; N<4; DS>10mm Ml
A BN
KR 3.D>0.50mm; Not allowable/~ ftiF
1.D<0.30mm; Ignored (&)
Fisheye/bubbles  h 0 30mm<D<0.50mm;: N<4; DS>10mm
R/ MI
3.D>0.50mm; Not allowable/~ 704
1.W<0.10mm; Ignored CZA)
Scratches on the
surface 2010mm<W§020mm; LSSmm, N§4; DSZIOmm MI
kgl \
Tl £ 3.W>0.20mm, L>5mm; Not allowable/~ 7t
Product front:/;= i 1E ] :
collapse corners, collapsed edges are not allowed
Collapse corner- o s N
A A U
Crash edge MA
TP&CG CER R Product back//™ ity 5 [ :
X<0.5,Y<0.5, Z<1/2T; N<4; DS>10mm
Printed fonts/LOGO |Printed fonts/LOGO clarity. complete. content right
22 E[1/LOGO TAR/LOGOZLENIE T . 588, A L MI
Broken
o Not allowable /s 73 MA
il 451
Dirty surfaces Dirt cannot be wiped, Not allowable
- RN \ MI
eI ARG, AT
Black spots/ i :
W <0.15mm, N<2, Not visible against a black MI
background/H& 1,715 5t N ANAT I,
IR hole
[RAL IR hole Scratches:
1.W<0.05mm, Ignored (Z.H&)
(Dense points Not allowable N R % 4E) ; MI
2.0.05mm<<W<0.07mm; L<2mm; N<2;
3.W>0.07mm, L>2mm, Not allowable /N T
7
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42 Electrical Inspection specification B 46 25 A%

Item Judgment Criteria Judge criterion

mH Hsebrk Major Minor

1.D=0.30mm, Ignored (ZH%) , Notdense (AJZ4E)
2.0.30mm<D=0.50mm ; N=4; DS>10mm MI
3.D>0.50mm , Not allowed// 7T

LCD Bright /Dark dot
I o L/ R

Invisible through 6% ND filter, 200~300Lux
Mura MI

i%5 IEND6% 4+ , H WA JLEINOK, 200~300Lux

Not allowed if it can be observed

Small bright dot through ND Filter6 %

= . N . MI
% % END6% H B L, A i

ZBD Rate
Bl H R 90:10 MI
Invisible through 6% ND filter, OK
Light Leakage 17 I ND6Y% A H Wil A 7] WL EP 5 OK
MI
Rt If necessary,set up set up Limit Sample.
U SR A, AT T R R
Bubble in Cell (LC
Bubble/Actice Area) Eyes should not find it . MA
CELL i HE ST L, W OK
(AAIXLCDAifl) PSR, A
8
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Item Judgment Criteria Judge criterion
WH HEbrttE Major | Minor
D=0. , 1 d (&

Foreign Material in spot 1.D=0.30mm, Ignored €8I

shape 2.0.30mm<D=0.50mm ; N=4; DS=10mm MI

RURSFA) 3.D>0.50mm , Not allowable/ 70 ¥

Foreign Material inline \; \w =0 10mm , Ignored (ZH%)

or spiral shape

28 4k R4 2.0.10mm<W=0.20mm ; L<5mm; N=4 MI
3.W>0.20mm ; L>5mm , Not allowable/A~ 24
1.D=0.30mm, Ignored (ZH%)

'White dot in back-light MI

S 2.0.30mm<D=0.50mm ; N=4; DS>10mm
3.D>0.50mm , Not allowed//A fC1F

TP no touch INot allowable

) . MA

LR RNz

[Abnormal Disply Not Allowed

PN R MA

INO display Not Allowed

ZRTYN AN ICVF MA

[Line Defect Not Allowed

e PN MA

Angle of view error Not Allowed

L 5 R o ¥ MA

Tect crostalk Not Allowed

R I 2 e R o ¥ MA
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